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Current state-of-the-art plasma thrusters are limited in power density and thrust
density by power losses to plasma-facing walls and electrodes. In the case of Hall
effect thrusters, power deposition to the discharge channel walls and anode negatively
impact the efficiency of the thruster and limit the attainable power density and thrust
density. The current work aims to recreate thruster-relevant wall-interaction physics in
a quiescent plasma and investigate them using electrostatic probes, in order to inform
the development of the next generation of high-power-density / high-thrust-density
propulsion devices.
Thruster plasma-wall interactions are complicated by the occurrence of the plasma
sheath, a thin boundary layer that forms between a plasma and its bounding wall
where electrostatic forces dominate. Sheaths have been recognized since the seminal
work of Langmuir in the early 1900’s, and the theory of sheaths has been greatly
developed to the present day. The theories are scalable across a wide range of plasma
parameters, but due to the difficulty of obtaining experimental measurements of
plasma properties in the sheath region, there is little experimental data available to
directly support the theoretical development.
Sheaths are difficult to measure in situ in thrusters due to the small physical length
scale of the sheath (order of micrometers in thruster plasmas) and the harsh plasma
environment of the thruster. Any sufficiently small probe will melt, and available
optical plasma diagnostics do not have the sensitivity and/or spatial resolution to
resolve the sheath region.
The goal of the current work is to experimentally characterize plasma sheaths
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in a low-density plasma that yields centimeter-thick sheath layers. By generating
thick sheaths, spatially-resolved data can obtained using electrostatic probes. The
investigation focuses on the effects of electron emission from the wall and several factors
that influence it, including wall material, wall temperature, wall surface roughness and
topology, as well as the scaling of sheaths from the low-density plasma environment
towards thruster conditions.
The effects of electron emission and wall material are found to agree with classical
fluid and kinetic theory extended from literature. In conditions of very strong emission
from the wall, evidence is found for a full transition in sheath polarities rather than
a non-monotonic structure. Wall temperature is observed to have no effect on the
sheath over boron nitride walls independent of outgassing on initial heat-up, for
sub-thermionic temperatures. Wall roughness is observed to postpone the effects
of electron emission to higher plasma temperatures, indicating that the rough wall
impairs the wall’s overall capacity to emit electrons. Reductions in electron yield are
not inconsistent with a diffuse-emission geometric trapping model. Collectively, the




One of the difficulties of mankind’s quest to expand beyond the planet Earth is
the challenge of moving from point A to point B in space, which is the engineering
problem of space propulsion. The absence of appreciable amounts of ambient matter in
interplanetary space means that airbreathing methods of propulsion used on earth do
not work. The most successful technology that we have used so far is the rocket, which
produces thrust by ejecting a working mass from the spacecraft in the opposite direction
from the desired acceleration. Simply put, rocket propulsion is a straightforward
application of Newton’s third law: “every action has an equal and opposite reaction.”
The central difficulty in rocket propulsion for space travel is the need to carry the
necessary reaction mass along with the spacecraft for the duration of the intended
trip. This means that the mass of the rocket grows exponentially with the amount of
propulsion required. The difficulty is seen in the Tsiolkovsky ideal rocket equation:






where m0 is the pre-burn mass of the rocket, m1 is the post-burn mass, and the amount
of propulsion required is quantified by ∆V . ∆V is a scalar quantity with units of
speed, and is defined as the integral over the burn time of the thrust divided by the
mass. In the absence of external forces, this is equal to the resulting change in speed
of the vehicle. The required orbital speed to maintain low earth orbit is 7800 m/s,
and losses due to drag, gravity and thrust vector alignment increase the needed ∆V
to 9300 - 10000 m/s.
The effective exhaust velocity ueff is the only other quantity besides ∆V present
inside the exponential function in the rocket equation (1.1). It is the exhaust velocity
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such that the thrust T can be related to the mass flow rate ṁ by
T = ṁueff. (1.2)
ueff may in general differ from the actual speed of the rocket exhaust if pressure or
divergence effects are significant.
The effective exhaust velocity is often expressed as the specific impulse, which is





Isp is measured in units of seconds. Figure 1.1 shows the dependence of the required














Figure 1.1: Ideal rocket equation, relation between propulsion system specific impulse
and mass ratio / propellant mass required to perform a maneuver of given ∆V .
The maximum exhaust speed of a chemical rocket using known fuels is about 4,500
m/s. This means that the initial mass of a (one-stage) rocket departing earth must
be at minimum approximately exp(10000/4500) = 9.2 times greater than the mass of
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the final spacecraft, close to the limit of what can be attained subject to engineering
material limitations. Consequently, a single-stage-to-orbit rocket has remained beyond
our capability. The exponential growth of mass ratio with ∆V is the “tyranny of
the rocket equation” – for this reason, mass is at a premium on a rocket-propelled
spacecraft.
The advantage of chemical rockets is that they have an abundance of energy
available from the reacting fuel, and thus can produce tremendous power and thrust.
Chemical rockets have been successfully used to launch exploratory craft and human
astronauts beyond Earth’s atmosphere. They are likely to remain the only method for
doing so until unforeseen breakthroughs are achieved.
1.1 Electric Rocket Propulsion
Once orbit is attained, the urgency to apply thrust and overcome gravity present in
the launch phase is decreased. In neglect of factors such as drag that cause low orbits
to decay, the total energy of an orbiting object will remain constant. New possibilities
indicated by the rocket equation become viable, namely, if the exhaust velocity of the
rocket working mass can be increased, the amount of propellant needed for in-space
maneuvering decays exponentially. This is the idea behind electric propulsion (electric
propulsion (EP)) devices for spacecraft.
EP devices generate an ionized gas to use as a working fluid, which allows the user
to add energy directly to the propellant ions by means of applied electric fields. EP
devices can achieve very high exhaust velocities on the order of 10,000 - 50,000 m/s,
which enables high ∆V maneuvers with minimal propellant expenditure. EP systems
typically operate between 500 and 5,000 seconds Isp, while chemical rockets operate
from 150 - 450 seconds.
The downside of electric propulsion is the need to derive and supply the external
power to the device. In contrast to chemical rockets, which have an abundant amount
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of power available from combustion, EP devices must supply that power from an
onboard power supply. Historically this has been photovoltaic panels capturing power
radiated from the sun, but any power source could be used in principle. The total
power supplied is low in comparison to chemical rockets – the Saturn V first stage
liberated ∼160 GW of power while firing, while the largest solar array in space to date
(on the International Space Station) generates “only” ∼100 kW [2].
The high exhaust velocity and low available power for EP devices mean that they
are currently limited to only accelerating a relatively small number of particles at
a time compared to a chemical rocket. This means that they produce a low thrust,
typically on the order of 10’s to 100’s of mN. This level of thrust is similar to the
weight of a sheet of paper. Consequently, EP systems are only useful in space; in the
launch phase, the thrust would be insignificant compared to the vehicle’s weight (or
even the thruster’s weight.) On orbit however, the thrust can be fired for months on
end and a large net impulse can be delivered to the spacecraft.
1.1.1 Types of Electric Propulsion Devices
Many types of electric propulsion devices have been developed [48]. They can be
categorized by the nature of their acceleration scheme, into categories of electrothermal,
electrostatic, and electromagnetic thrusters.
Electrothermal EP
An electrothermal EP device uses input electrical power to heat the propellant gas
and subsequently converts the thermal energy of the gas to directed kinetic energy by
expanding / ejecting the heated exhaust. These thrusters often employ light propellant
gases such as hydrogen or helium in order to boost the exhaust velocity and specific
impulse attained for a given propellant temperature. Examples of this class of EP
devices include resistojets [30], which heat the gas by contact with a heating element,
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and arcjets [64], which heat the gas by sustaining an electrical arc discharge in the
exhaust.
Electrostatic EP
Electrostatic EP devices accelerate charged particles directly using applied electric




~E + ~u× ~B
)
(1.4)
in which q and ~u are the charge and velocity of the particle and ~E and ~B are the
electric and magnetic fields present at the particle’s location. Electrostatic EP devices
use the electric component of the Lorentz force, the first term in equation (1.4).
As will be discussed, plasmas act to screen out applied electric fields, so this type
of acceleration is typically only effective in a near-wall sheath region. The classical
example of this type of EP device is the gridded ion engine, which uses an applied
electric field between closely-spaced accelerator grids to eject charged particles from
the thruster.
Gridded Ion Engine The gridded ion engine consists of a self-contained plasma
chamber bounded on one side by multiple accelerator grids and an external neutralizer
cathode [100]. A diagram and photo of a gridded ion engine is shown in Figure 1.2.
Plasma is generated in the chamber by injecting power in some way, such as by a direct
current (DC) discharge or radio-frequency (RF) antenna. The grids are electrically
biased to create an electric field between them, and ions that approach the grids
are accelerated away from the vehicle to produce thrust. Only positively charged
species are extracted by the grids, so an external neutralizer cathode supplies electrons
to neutralize the exhaust plume and keep the spacecraft from charging. The most
intimidating problem limiting the thrust density of ion engines is the very fact that
5
Figure 1.2: Simplified schematic and photo of DC discharge gridded ion engine.
Internal magnetic field not shown. Photo credit: NASA GRC.
the ion engine accelerates a beam of positively charged ions through the grids: if there
are enough ions, their mutual electrostatic repulsion acts to cancel the accelerating
field of the grids. This is referred to as the “space charge limit” and represents a
physical maximum to the thrust density achievable by an ion engine.
Electromagnetic EP
Electromagnetic EP devices employ the ~u × ~B component of the Lorentz force,
the second term in equation (1.4). A pure example of this type of thruster is the
Magnetoplasmadynamic (MPD) thruster, wherein a radial arc generates an azimuthal
magnetic field and an axial magnetic Lorentz force on charged particles within the
thruster plasma. MPD thrusters are a promising high-power architecture offering
extremely high power densities [56], but are currently limited by the onset of discharge
voltage oscillations and rapid erosion of the plasma-facing electrodes [57] [8].
Hall Effect Thruster The Hall effect thruster (HET) uses a magnetic field to
trap electrons in a closed azimuthal ~E × ~B drift, thus increasing the plasma density
and concentrating the electric field of a DC discharge [104]. HET’s accelerate ions
within an electrically neutral plasma region containing both ions and electrons and
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the thrust density is not limited by space charge. Wall interactions are responsible for
power losses in HET’s and may also contribute to anomalously high levels of electron
transport to the thruster anode [69], both of which decrease the attainable plasma
density. A diagram and photo of a Hall effect thruster is shown in Figure 1.3.
Figure 1.3: Simplified schematic and photo of Hall effect thruster cross section,
shown with center-mounted cathode. Magnetic field not shown. Photo credit: NASA
JPL.
The Hall effect thruster may be considered an electromagnetic thruster, since
the force imparted to the ion exhaust is magnetically coupled back to the thruster
magnetic circuit, however it could also be characterized as electrostatic since the
electric field in the plasma is responsible for the acceleration of the ions.
1.1.2 Applications of Electric Propulsion
The classical application for EP devices has been for stationkeeping, which is to supply
propulsion as needed to maintain a satellite’s desired orbital parameters. In this
application, the propulsion systems counteracts drags on the orbit of the satellite due
to atmospheric drag, solar wind, and solar radiation pressure. Since these drags are
typically not large forces, the low thrust of EP systems is not a problem, and the
high specific impulse of EP systems means that this task can be accomplished with
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minimal propellant expenditure. A consistent market (around 20 satellites per year
[16]) has been commercial geosynchronous-class communications satellites, which have
decade-long mission durations and carry kilowatts of onboard power with which to run
electric thrusters. EP systems have also been successfully used for robotic deep-space
exploration missions such as NASA’s Deep Space 1 [75] and Dawn [14] missions.
Recently, a crisis-driven application of an EP system highlighted the technology’s
ability to perform more ambitious maneuvers in Earth’s sphere of influence than solely
stationkeeping. In 2010, the Advanced Extremely High Frequency-1 (AEHF-1) satellite
suffered a failure of the bipropellant chemical rocket motor that was to circularize the
satellite orbit. The decision was made to deploy the spacecraft solar panels earlier
than planned and use an onboard electric thruster to raise and circularize the orbit.
The plan worked, and the spacecraft reached its desired orbit (albeit much later than
planned – 14 months after the launch [103].)
The successful rescue of AEHF-1 highlighted the utility of the high ∆V capabilities
of EP systems, and may have aided or spurred parallel efforts in EP development.
Boeing has developed an all-electric-propulsion variant of its 702 satellite bus termed
the 702SP. The bus uses four Xenon Ion Propulsion System (XIPS) gridded ion engines
to achieve both orbit insertion and stationkeeping. Two 702SP’s have been launched
and at the time of this writing (July 2015) are about four months into their low-thrust
transit to geostationary orbit [23, 3]. The two satellites achieved launch masses of
1954 kg and 2205 kg, of which only 300-350 kg was the xenon propellant, compared to
roughly 2000 kg that would have been required for chemical propellant. Airbus has
also announced plans to deliver its own all-electric bus, using PPS5000 engines made
by Snecma / SAFRAN group [39].
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1.2 Motivation
1.2.1 Limitations of Electric Propulsion Systems
The low thrust of EP systems limits their capability: trip times are orders of magnitude
longer than with chemical rockets. The rescue of AEHF-1 took 14 months, and the
Boeing 702SP’s are planned to take anywhere from 6 to 8 months to reach their
desired orbits. These delays are not appealing for commercial satellite operators,
who want the satellites to enter their planned orbits as fast as possible to begin
generating revenue. In addition, improved thrust and acceleration capabilities are
appealing to government space and military agencies as they enable an expanded
range of missions and capabilities. Consequently, one of the well-funded goals in the
continuing development of EP systems is to scale up to high power and high thrust
architectures [32, 66].
Current EP systems are limited in thrust density by power losses to the thruster
plasma-facing surfaces. In a study of the power loss mechanisms of the Aerojet-
Rocketdyne BPT-4000 (now XR-5) Hall effect thruster, it was found that a major
power loss mechanism was energy deposition to the plasma-facing walls and electrodes
[26]. In order to achieve an increased thrust without thermal overload, the size of the
EP device (and thus its mass) must grow hand in hand with the thrust. This mass
growth (estimated at 10 kg/kW in [16]) detracts from the propellant mass savings
that the EP system is designed to deliver. In the thruster plasma, the limitation
manifests as the spatial number density of ions that can be sustained. This number
density of ions is often called the plasma density np and is measured in m−3.
Figure 1.4 shows the inverse relationship between attainable plasma density and
required thruster size, for the case of a perfectly efficient thruster operating at 1500
seconds specific impulse. Current thrusters can attain plasma densities of 1018 m−3.
To implement higher power EP devices without incurring the mass penalty and
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Figure 1.4: Ideal thruster exhaust area required vs. plasma density for different
thruster power levels, Isp = 1500 s, xenon
increase attainable plasma densities to the range of 1019 m−3 and higher. The plasma
density limitation imposed by power losses to the thruster plasma-facing surfaces
motivates us to study thruster-relevant plasma-wall interactions in more detail.
In additional to limiting plasma density, plasma-wall interaction have additional
effects on thruster architectures. In Hall effect thrusters, secondary electrons ejected
from the discharge channel are believed to play an important role in the controlling
the plasma parameters of the main discharge. The space-charge-limit that limits ion
engine thrust density occurs in the wall-interaction/sheath region at the accelerator
grids. In MPD thrusters, the oscillating energy flux from the plasma manifests in
the rapid erosion of the plasma-facing discharge electrodes. All of these occurrences
indicate that an improved understanding of the plasma sheath region will give a clearer
understanding of these mechanisms and losses, and perhaps reveal a way to mitigate
them and increase the attainable plasma densities.
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1.3 Thesis Overview
Due to the limitations on thrust density imposed by the plasma-wall interaction in
current thruster architectures, this work will attempt to improve the basic under-
standing of the plasma-wall interaction in thrusters. The plasma-wall interaction is
complicated by the occurrence of the plasma sheath, a thin layer of plasma adjacent
to the wall where electrostatic forces become dominant.
The next chapter, Chapter II, provides background on the physics of plasma sheaths
and discusses the current state of knowledge about sheaths. Chapter III describes
the goals of the current research effort. Because the research is conducted as part
of a collaborative research program between Georgia Institute of Technology (GT),
Georgia Tech Research Institute (GTRI), University of Alabama (UA), and GWU,
the team links and collaborative objectives are also described in Chapter III. Chapter
IV describes the experimental apparatus used at GT to perform the experiments
described in this thesis. Chapters V - IX describe the experiments conducted at
GT, with some discussion of modeling done by GWU to simulate the experimental
conditions. Chapter X summarizes the research outcomes and contributions and




This chapter gives background on the physics of plasmas and plasma sheaths, and a
literature review of some active research areas concerned with plasma-wall interactions.
2.1 Plasmas
Plasma is sometimes referred to as “the fourth state of matter” because it exhibits a
range of behaviors that differ substantially from those of a solid, liquid, or gas. The
particles in a plasma possess a high energy and freedom of motion relative to the other
phases, often giving rise to fantastic visible glow phenomena and emissions across the
electromagnetic spectrum. Some or all of the particles that make up a plasma are
electrically charged, with the consequence that their motion generates electric and
magnetic fields. The motion of the charged particles is in turn affected by the electric
and magnetic fields, both self-generated and externally applied. Plasmas are relatively
uncommon on Earth, but are the main constituent of stars and thus most of the rest
of the mass of the observed universe. On Earth, plasmas can be seen in lightning bolts
and the aurora. We can now also generate plasmas by technological means, as is done
in electric propulsion devices. A picture of the aurora ionospheric plasma is shown in
Figure 2.1, and an illustration is added to show the free charged particle populations.
2.1.1 Plasma Parameters
To describe plasmas in more detail, it is helpful to define several parameters. We
already mentioned the plasma density np. We can be more specific and define the
number density for each species in the plasma, for example the ion number density
ni, the electron number density ne and the neutral number density nn. If a given
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Figure 2.1: Photo of matter in the plasma phase (aurora ionospheric plasma) [76]. A
plasma is composed of free charged particle populations and may also contain neutral
particles.
species is in thermal equilibrium, and consequently its velocity distribution function is
Maxwellian, the species can be assigned a temperature. In particular, the electron
temperature T e is often important. Electron temperatures can be very high compared





≈ 11604 K (2.1)
where e is the elementary charge and kB is Boltzmann’s constant. A plasma can
often sustain an electron temperature substantially higher than the neutral and ionic
populations because the rate of energy transfer between electrons and massive particles
can be slow relative to other energy exchange processes due to the significant difference
in mass, and the electrons often receive significant energy from ionization events and
assorted electron heating mechanisms.
The number densities and temperatures describe the particles, but don’t describe
the collective behavior of the plasma. To describe collective behavior, it is helpful to
define the Debye length and plasma frequency.
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Debye Length
Consider a cylindrical electrode placed in a plasma and biased strongly negative.
Positive charge carriers in the plasma will be attracted to the electrode and flow
towards it. Negative charge carriers will be repelled and become depleted in the
vicinity of the electrode. At an instant in time, there is a cloud of positive charge
carriers near the electrode flowing to the electrode. From the point of view of a far
away particle, the negative bias of the electrode is balanced by the positive charge of
the surrounding cloud. In this way, the bulk plasma is “shielded” from the effect of
the perturbing electrode. This process is referred to as Debye shielding, named after
chemist Peter Debye who pioneered the effect in the study of ionic chemical solutions







A derivation of the Debye length is included in Appendix A.4. In equation (2.2),
the subscript α varies over each of the charged species present in the plasma, which
typically include electrons and ions of varying charge state. The number density of
each species is nα, the temperature of each species is Tα, and the charge of each
species is qα. The electron contribution is often dominant, and so the Debye length is






The Debye length governs the size of the Debye shielding layer, which is termed the
Debye sheath or plasma sheath and is often several Debye length in thickness. From
Appendix A.4, it can be seen that an approximate solution for the potential includes











In equation (2.4), r is the radial spatial coordinate of distance from the electrode
surface, q is the charge stored on the electrode, and φ is the electrical potential due
to the surface charge. The negative-exponential term dominates the decay of the
potential with increasing r, and thus we have the result that the potential due to the
wall charge is almost completely zero at distances greater than a few Debye lengths
from the wall. Thus we say that the plasma “shields” or “screens out” perturbing
potentials over a few Debye lengths, although mathematically the potential never fully
reaches zero except in the limit at r = +∞.
The electron Debye length scales as the square root of the electron temperature
and the inverse square root of the electron number density. Electron number densities
typically vary over more orders of magnitude than electron temperature, so the electron
Debye length is mainly dictated by the plasma density. For a typical Hall effect thruster
plasma with T e = 10 eV and ne = 1018 m−3, the electron Debye length is roughly 20
µm.
Plasma Frequency
How quickly can the charged species in a plasma react to a perturbation? We can first
state that the electrons will respond more rapidly than ions due to their low mass
and high temperature. To define the plasma frequency, consider a volume of ions of
number density ni as stationary point charges of +e and consider the motion of a
nearby equal volume of electrons. The electrons are coulombically attracted to the
ions and accelerate toward them. Because the ions are point charges, the electrons
pass through the ion volume without collision and overshoot the ions. The electrons
thus oscillate in the potential well of the ions. The frequency of this oscillation is the







where me is the electron mass. A similar (lower) frequency can be defined for the
plasma ions by reversing the roles of the particles. We can use the electron plasma
frequency and Debye length to formalize the definition of a plasma.
2.1.2 Criteria for a Plasma
For a system of matter to be considered a plasma, it must meet three criteria:





2. There must be a large number of charged particles Nd within a Debye sphere (a





3 >> 1 (2.7)
3. There must be enough charged particles that the electron plasma frequency is




in which νc is the collision frequency. Criterion 1 can be satisfied for a plasma with
any given density and temperature if the physical length scale L is sufficiently large.
This criterion thus generally tells us that systems found by zooming in to consider
atomic-scale lengths will not behave as plasmas. Criterion 2 scales with T 1.5e and with
n−0.5e , so a system must carry enough electron temperature to regularly bring the
electrons into close enough proximity to each other for electrostatic interaction. The
plasma frequency ωpe in criterion 3 scales with n0.5e and the collision frequency νc scales
with nn, so it is necessary to have enough free electrons in proportion to neutrals in
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Figure 2.2: Wide parameter space of plasmas in electron number density ne and
electron temperature T e, with nominal parameters of some different types of plasmas
marked.
these criteria, the range of possible plasma number densities and temperatures still
spans very many orders of magnitude as shown in Figure 2.2.
To completely analyze a plasma thus defined (neglecting complications due to the
quantum-mechanical behavior of plasma electrons) one would have to integrate the
equation of motion of every particle in the plasma, along with the electric and magnetic
fields generated using the full set of Maxwell’s equations. This task is intractable
for all plasmas of interest with presently available computational power, and plasma
analysis must proceed using some level of simplification.
2.1.3 Quasineutrality
One of the simplifications that a plasma as defined often permits is the assumption of
quasineutrality. Quasineutrality holds that the net charge of a given plasma volume is
zero, or that the given plasma volume is electrically neutral on average. This statement
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can be mathematically expressed as:
∑
α
nαqα = 0 (2.9)
If we consider a plasma with only singly-charged positive ions and electrons, this
means that the number density of ions and electrons are equal, and the term “plasma
density” (np) can apply to either quantity.
ni = ne = np (2.10)
Quasineutrality is often a very good description of a plasma due to the aforementioned
low mass and high mobility of plasma electrons. If an imbalance of the positive- and
negative-charged species were to arise, the resulting electric field would rapidly drive
electrons towards or away from the region and equalize the charge imbalance.
2.1.4 Discharges and Plasma Potential
Plasmas are electrically conductive due to their free charged particle populations,
and as such it is possible to flow electric current through them. An example is a
fluorescent light bulb or neon sign tube, where the plasma forms the conductive path
in the circuit between the two electrodes at either end of the tube. These types of
plasma circuits are typically called plasma discharges or alternatively gas discharges
(though the ionization that occurs in the gas makes it a plasma when the discharge is
being operated.) The current that is conducted between the discharge electrodes is
called the discharge current (ID), and the voltage applied to the electrodes is called
the discharge voltage (VD).
If a plasma can be used as a circuit element, it must be possible to define the
voltage or electrical potential at points throughout the plasma. This electrical potential
is often referred to as the “plasma potential” and assigned the symbol φp or V p, or
just φ. In general, the plasma potential can vary with time and with spatial location
throughout the extent of the plasma. The spatial and temporal distribution of the
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plasma potential throughout a plasma is nice to know from a diagnostic standpoint,
as it gives insight into the electrostatic component of the Lorentz force that is felt by
the charged particles – the electric field ~E can be obtained from the negative gradient
of the potential (2.11).
~E = −∇φ (2.11)
Because plasmas are often highly conductive, sometimes it can be assumed that the
changes in plasma potential throughout the spatial extent of the plasma are small
and that a singular “plasma potential” can be applied to the whole of the plasma.
In many situations however, particularly those involving discharge plasmas, this is
not the case and the plasma potential varies significantly with both time and spatial
position. The neon sign tube is an example: the electric field that is needed to sustain
the discharge throughout the length of the tube is significant, perhaps it is order of
1-10 V/cm. Thus to supply a long tube of plasma to form words in a neon sign, a
high-voltage transformer is needed to supply ≈ 10 kV voltage across the electrodes
at the ends of the long tube. The plasma potential thus varies across kilovolts as a
function of axial position in the tube, not unlike how voltage varies with position
of a potentiometer tap in a circuit. Though useful, the analogy is limited: even
in this relatively straightforward case, the plasma carries inductive and capacitive
components in addition to DC resistance, and the sheath phenomena that occur at the
plasma electrodes and boundaries introduce additional complications into the plasma
potential structure. In the next section we will discuss these sheath phenomena in
much more detail, as they are a central feature of the plasma-wall interaction which is
the main target of this research.
2.2 Plasma Sheaths
The plasma sheath is the name given to the non-quasineutral layer that forms at the
Debye-shielded boundary of a confined plasma. As the physical length scale of the
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sheath is on the order of the Debye length, sheaths do not meet Criterion 1 for a
plasma and so do not show typical plasma behavior. In general, sheaths will manifest
in any plasma in contact with an external wall or surface to enforce the wall’s electrical
boundary condition. The timescale of sheath formation is the inverse ion plasma












For thruster plasmas, this sheath formation timescale (2.13) is on the order of mi-
croseconds.
Figure 2.3 shows a one-dimensional profile of the electrostatic potential within
a typical sheath. Because the negative gradient of the electrostatic potential is the
electric field (c.f. equation (2.11)), the potential profile tells you the forces imposed on
the charged particles by the sheath electric field. Ions are accelerated down potential
hill towards regions of low potential, while electrons are accelerated up the gradient
towards regions of high potential.
There is an interesting analogy between the plasma sheath and the boundary layer
phenomenon of viscous fluid flow. In the latter case, viscous forces are insignificant
over the bulk of the flow, except at a critical layer at the wall where they become
dominant and enforce the wall boundary condition (no-slip). In the case of the plasma
sheath, it is the electrostatic forces that are insignificant over the bulk of the plasma
(due to quasineutrality) except for the critical layer near the wall. Similar to the
importance of boundary layers to the analysis of viscous flow over objects, sheaths are








Figure 2.3: Electrical potential profile of a typical plasma sheath. Positively charged
ions are accelerated from high potential regions towards low potential, while electrons
are repelled from low potential regions.
2.2.1 Wall Boundary Conditions
The sheath arises in response to an external boundary condition, typically a solid wall
such as an electrode or the bounding wall of the plasma discharge chamber. One can
consider two main categories of wall boundary conditions: those in which the wall
potential is externally enforced (as is the case for a powered electrode,) and those
in which the wall is electrically isolated and allowed to ‘float’ to the potential which
equalizes positive and negative charge fluxes to the wall. The latter case is called
a “floating” boundary condition, and the potential attained is called the “floating
potential” or φf. Since the charge fluxes to a floating wall are balanced, there is zero
net current flow to a floating wall. This is the boundary condition for all insulator
materials in contact with a plasma, because the insulator material is unable to flow
current and enforce potentials other than the floating potential.
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2.2.2 Child-Langmuir Sheaths
The most fundamental formulation of the plasma sheath is the famous Child-Langmuir
sheath, first derived by Child in 1911 [21]. It contains many assumptions, but gives
results about the sheath which are quantitatively accurate in a large number of plasmas
of interest a century later. Beyond the assumptions and result which are given here, a
full derivation is included in the Appendix A.5.
Consider a quasineutral plasma filling the one-dimensional space xCL < 0. The
sheath begins at xCL = 0 and extends a finite length d, where a wall is located at
xCL = +d. The distance d is the sheath thickness. Note that the definition of xCL is
reversed from our usual definition of the coordinate system in which x is the distance
away from the wall; the two are related by:
xCL = d− x (2.14)
The plasma is collisionless, unmagnetized, quiescent, contains only singly charged ions
of negligible temperature and electrons. Plasma electrons are assumed to be fully
repelled from the sheath region. Ions are assumed to enter the sheath at x = 0 with
negligible velocity, and it is assumed that their space charge has shielded the wall
potential to the point where the electric field at x = 0 is negligible. The wall absorbs
all incident particles.
Applying conservation of mass and conservation of energy to the ion fluid under the
forgoing assumptions and integrating the electrostatic Poisson equation, one arrives
at the Child-Langmuir sheath:
Φ(ξCL) = C1 ξCL
4
3 (2.15)
ξCL(Φ) = C2 Φ
3
4 (2.16)






Φ = − eφ
kBT e
(2.18)
If it is assumed that the density of ions at the sheath edge is equal to the bulk plasma
density, or equivalently if the debye length is calculated using the plasma density at
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Figure 2.4: Non-dimensional potential profiles of Child-Langmuir sheaths. The
sheath thickness expands as the 3/4 power of the wall voltage (2.16).
Figure 2.4 shows some potential profiles calculated using equation (2.15) and C1
= 1.36, for wall potentials of 5 - 25 electron temperatures. The normal spatial scale is
used such that the wall is at x = 0 and the sheath and plasma occupies x > 0. The
behavior of the sheath can be seen: if the wall voltage with respect to the plasma is
increased, the sheath expands as the 3/4 power of the applied voltage. Because the
Child-Langmuir sheath neglects the effects of the plasma electrons, it is most accurate
for cases when there are very few electrons present in the sheath, that is when the
sheath voltage is very highly negative with respect to the plasma potential.
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2.2.3 Presheaths and the Bohm Criterion
A shortcoming of the Child-Langmuir solution can be seen in the assumption of ions
entering the sheath with zero velocity at a point of zero electric field strength. If the
ions had zero velocity at a region of zero field strength, they would feel no impetus
to move towards the wall. Therefore one can reason that the ions must enter the
non-quasineutral sheath region at some finite velocity.
For a rigorous treatment of the plasma-sheath transition, it is necessary to consider
the conditions of the quasineutral plasma as it approaches the wall. The current
document follows the original derivation which proceeds only from the sheath side of
the problem, which is much shorter than matching the plasma side with the sheath
side but the result is less specific.
If we consider the normalized electrostatic Poisson equation in the non-quasineutral
sheath region in 1D with only ion and electron species present, it is:
d2Φ
dξ2
= N i(Φ)−N e(Φ) (2.19)
where the normalizations (2.17) and (2.18) have been used and the number densities



















(N i −N e) dΦ′. (2.22)
The left hand side of equation (2.22) is unconditionally positive, so the right-hand
side must also be positive. If we expand the right hand side in Taylor series about the


















To use equation (2.24), we need to know how the number densities N i and N e depend
on potential Φ. If we use the expression for the electron density from the Boltzmann
relation (2.25) (c.f. Appendix A.2), normalizing with (2.21), and (2.18), we obtain






N e = exp (−Φ). (2.26)
An equation for the ion density can be developed by considering the ions as a fluid,
applying conservation of mass and energy, and assuming that they enter the sheath
with a speed ui0 but negligible temperature (T i = 0).










i0 − eφ (2.28)










Introducing a normalization for the ion velocity entering the sheath ui0, we can give a






























− (−1) ≥ 0 (2.33)
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U i0 ≥ 1 (2.34)






This result is the Bohm Criterion, named for David Bohm who first derived it [12]. It
gives the striking result that the ions must attain the ion sound speed at the sheath
edge. The ion sound speed is thus termed the Bohm speed uB in this context. The
equation (2.24) is a more general version of the Bohm Criterion, without specification
of the number density dependence on potential.
The limitation inherent in that we have only considered the problem from the
sheath side is that the result is an inequality rather than an equation. Considering
also the plasma side, it can be shown that in nearly all cases, the relation (2.35) holds
with equality, referred to as the marginal validity of the Bohm criterion [5].
In order to attain the Bohm speed, ions must arrive at the sheath edge with a
directed energy of half the electron temperature. This energy is supplied by a potential
drop occurring over a larger length scale, rather than the electrostatic length scale
(Debye length) of the sheath. This region of more gradual potential fall leading up
to the sheath is termed the “presheath”. A nominal diagram of a presheath layer is
shown in Figure 2.5 , adapted from reference [37].
The presheath potential fall can be found as the potential required to accelerate













Unlike the sheath region, the presheath is quasineutral, so the plasma density will
decrease over the course of the presheath as can be seen from the Boltzmann rela-
tion, equation (2.25). The plasma density at the sheath edge (the sheath-presheath
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Figure 2.5: Schematic of sheath-presheath-plasma potential profile, adapted from
Goebel-Katz [37]. Sheath thickness scales with Debye length, Presheath thickness












When neutral collisions are present in the sheath, the presheath potential drop increases
from this result [54, 72], so the presheath density drop is sometimes described by a
variable parameter:
ne0 = αpsnp (2.39)
In reality the degree of quasineutrality decreases gradually, so the transition between
plasma and sheath occurs smoothly and one can specify the “sheath thickness” in
different ways, similar to the multiple definitions of boundary layer thickness in fluid
mechanics. A number of detailed analyses of the presheath-sheath transition have been
done in the literature, including those by Riemann [78, 79], Franklin [33], and Benilov
[11]. It is shown that the presheath exists because of the wall boundary and the need
to accelerate ions to the Bohm speed to establish the non-quasineutral sheath region.
If the collisional mean free path is less than the plasma length scale, the presheath
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must occur over a thickness of the mean free path, or else the ion acceleration will be
disrupted by collisions. Likewise, presheaths can occur on ionization, magnetic, or
geometric length scales, where the ultimate presheath length being the smallest of
these length scales in a given situation. If the ions are given a directed flow velocity
into the sheath greater than or equal to the Bohm velocity, for example if they have
been accelerated by an electric propulsion device, one could argue that a presheath
will not form because the Bohm criterion is already satisfied.
2.2.4 Sheath Floating Potential
With the results of the Child-Langmuir sheath and Bohm criterion, we can form an
expression for the floating potential:
























The expression for electron current follows from the thermal flux from a maxwellian
plasma and the Boltzmann relation. It is thus only the highest energy electrons of
the maxwellian distribution that are able to pass through the potential barrier of the
sheath and impact the wall. The expression for the ion current is due to the Bohm
criterion. The subscript “0” on the number densities indicates that they refer to the
“sheath edge” conditions (c.f. equation 2.38,) and they are equal given the assumption
of a quasineutral presheath. The result shows that the floating potential scales directly
with the electron temperature and is weakly dependent on the ion mass. Using the
Child-Langmuir Law (2.15) to relate the floating potential (2.42) to sheath thickness,
















































Figure 2.7 shows that the sheath thickness grows logarithmically with ion mass. Note
that this thickness is only valid for a floating wall, is subject to the assumptions of
the Child-Langmuir law, and does not include presheath thickness.
2.2.5 Experimental Results
Measurements performed using laser-induced fluorescence (LIF) [38, 7] ion acoustic
waves [59, 58] and emissive probes [72, 73] have provided measurements of the potential
structure, ion density profile, and ion velocity profile in nearly collisionless ion sheaths.
It is now confirmed that the Child-Langmuir potential profile and sheath width scaling
are accurate in the near-wall sheath region, and that ions do indeed attain the Bohm
velocity at the sheath edge. It is also shown that collisional presheaths scale with the






















Figure 2.7: Thickness of Child-Langmuir sheaths over floating wall, ξd = dλd
2.3 Influence of Electron Emission from the Wall
Electron emission from the wall complicates the Child-Langmuir picture of the sheath.
Such emission is important in Hall effect thrusters, and it has been found experimentally
that the thruster performance varies substantially with choice of discharge wall material
[52, 9, 77]. This change in performance is thought to have much to do with the ability
of the wall material to emit electrons into the plasma.
2.3.1 Electron Emission Processes
In the typical Child-Langmuir case of the sheath, particles from the plasma travel
from the bulk plasma through the sheath and strike the wall, and are considered
lost from the plasma to surface recombination. In general it is also possible that the
wall may also emit particles back into the plasma. Electrons emitted in this way are
quantified by the electron emission yield, γ:
γ =
number of electrons emitted from wall
number of electrons incident on wall
(2.45)
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The electron yield varies with conditions of the wall (wall material, grade, surface finish)
and the plasma (incident energy distribution, incidence angle.) As defined, it is a “total”
or “overall” yield, with the understanding that there are multiple mechanisms that can
cause electrons to be emitted and that the properties of the emitted populations may
be quite different. Broadly, electron emission from a wall can be classified as either
thermionic emission, field emission, true secondary emission, or electron backscattering
/ elastic emission.
Thermionic emission
In thermionic emission, the wall temperature gives enough energy to the free electrons
of the wall material for a fraction of them to overcome the material work function
and escape the wall. Thermionic emission depends exponentially on wall temperature







where AG is a material-dependent constant, Tw is the wall temperature, and W is the
material work function.
Field emission
Field emission requires very high electric fields (order of 107 - 108 V/m) to exist at
the emission site, where they cause a quantum-mechanical effect that allows electrons
to tunnel free from the wall material [36]. This mechanism is not likely to occur in
plasmas unless the plasma density is extremely high and/or the wall is specifically
shaped at the nanoscale to achieve the needed field concentration, so it can be neglected
in most plasmas not specifically designed to achieve it. This may no longer hold if
plasma density can be increased to the degree where sheath electric fields can cause
field emission from adjacent walls.
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True secondary emission
So-called “true” SEE results from the transfer of the incident kinetic energy from the
plasma to near-surface free electrons, which then propagate to the surface and escape.
This is distinct from thermionic emission in that it is a kinetic phenomenon and thus
can be significant to the plasma-wall interaction even when wall temperatures are very
much lower than the work function. The yield typically exhibits a maximum with
incident energy due to the trade-off between delivered energy and penetration depth,
with the maximum yield typically occurring in the 500 - 1500 eV range. Figure 2.8 shows
a typical set of measured yield curves [88]. As noted in Figure 2.8 there is typically an
increase in observed SEE when electrons of a given energy impact at an oblique angle,
as it keeps the region of energy deposition closer to the surface so that the excited
electrons can more easily escape. At typical thruster plasma electron energies of less
than 100 eV, SEE yield increases monotonically (often linearly) with incident energy.
SEE 
Yield 
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of secondaries generated 
2.) Penetration depth 
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Clean Mo 
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Figure 2.8: Annotated secondary electron emission (SEE) yield curves of molyb-




Backscattered electrons rebound from the surface into the plasma, carrying a significant
fraction of their incident energy. At energies > 500 eV, the backscattering cross section
monotonically increases with atomic weight of the surface molecules. At energies
< 500 eV, the dependence of backscattering cross section becomes non-monotonic
with atomic weight. Low energy electron microscopy (LEEM) devices exploit this
phenomenon to achieve imaging of low molecular weight adsorbed gases on high
molecular weight substrates [10].
2.3.2 Emitting-Wall Sheath Models
Ultimately, the electrons emitted from the wall are accelerated through the sheath into
the plasma. Their presence as a charged species in the sheath modifies the potential
profile. The canonical analysis of the sheath over an electron-emitting floating wall
boundary is due to Hobbs and Wesson [42]. Their results have indicated the existence
of a space-charge-limited regime for sheaths over a strongly emitting wall, in which
there is a potential dip near to the wall but the wall remains at a lower potential than
the bulk plasma.
The use of the term “space-charge-limited” to refer to the Hobbs-and-Wesson sheath
results carries the possibility for confusion, due to the similar terminology applied to
ion engine accelerator grids. In the Hobbs-Wesson sheath analysis, the number density
of the negatively charged emitted electrons from the wall becomes high enough so
that they repel additional emitted electrons back towards the emitting surface. In the
ion engine accelerator grids, the positively charged ions forced through the sheaths at
the grid apertures are subject to the Child-Langmuir physics and constitute a positive
space charge. So the term “space-charge-limited” can apply to any situation where a
non-neutral region of like-charged particles (space charge) builds up and establishes
an electric field on the scale of the Debye length.
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The potential dip structure that is proposed to reflect a portion of the emitted
electrons back to the wall has also been referred to as a ‘virtual cathode’. Recent
simulations [19, 89, 20] and kinetic analysis [18] of sheaths over strongly emitting
surfaces have proposed that further sheath regimes may exist beyond the limit of the
Hobbs and Wesson sheath if electron emission from the wall increases, suggesting
that the sheath potential profile over an electrically isolated (‘floating’) surface may
flatten and even drive the wall to a higher potential than the plasma, referred to as
an “inverse sheath”. Figure 2.9 gives an illustration of the different sheath theories
(the CL and H&W are quantitatively calculated, but the inverse and virtual cathode
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Figure 2.9: Illustration of range of possible sheaths for a floating electron-emitting
wall (CL and H&W quantitatively calculated for argon, inverse and virtual cathode
profiles illustrative only.)
2.3.3 Hobbs and Wesson Model
In the Hobbs and Wesson model, the energy of the emitted electrons is assumed
to be zero when they are initially emitted from the wall. The emitted electrons
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are accelerated through the sheath into the plasma. It is assumed that the emitted
electrons stream past the plasma electrons with no interaction except through the
jointly-determined electric field.
With these assumptions, a system of two equations can be formed to solve for the
unknown wall potential φw and ion energy at the sheath edge E using the zero net
current condition for the floating surface and the generalized Bohm criterion, modified











































At γ = 0, the Child-Langmuir solution for a fully absorbing floating wall is recovered,
with E = kBT e/2 corresponding to the marginal validity of the Bohm criterion. As γ
approaches a critical value near unity, the sheath potential decreases to the order of 1
T e and the electric field at the wall becomes zero. The incoming ion energy increases
somewhat above the Bohm value, but only to 0.58 kBT e. With the φw and E known,
Poisson’s equation can be integrated over the spatial coordinate from the wall into
the plasma, giving the sheath potential profile.
The Hobbs and Wesson model stops when the electric field at the wall becomes zero,
which is when the sheath potential has decreased to the order of 1 T e. A comment in
the original paper gives a description of what the authors expect will happen with still
greater emission from the wall, which is that “the emission current would be limited
by space charge.” One could interpret this statement to mean that the minimum of
the sheath potential will remain fixed at order of 1 T e below the plasma potential:
such an interpretation is implied in Figure 7-13 of the Goebel-Katz textbook [37].
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2.3.4 Contemporary Theory
A full treatment of the emitting-wall sheath requires the removal of the assumption of
negligible plasma electron loss to the wall and analysis of the electron populations
kinetically rather than as fluids. Such an analysis has been accomplished in 2014 by
Sheehan et al. [87]. He defines the emitted electron distribution as a half-Maxwellian
with temperature T ee, and finds that as that temperature increases, the sheath potential
drops, becoming zero when T ee is equal to the plasma electron temperature, T ep. The
model does not include sheath regions where the sheath potential reverses polarity to
keep electrons towards the wall (virtual cathode and inverse sheath solutions), but if
the model were extended to T ee > T ep, an inverse sheath would be the only solution
to maintain the floating condition at the wall. This is the type of solution found in
the fluid model of Campanell, who predicts the occurrence of an inverse sheath at
high levels of electron emission [19].
2.3.5 Experimental Results
The new predictions of the inverse sheath regime have driven renewed research activity
concerning the interaction of SEE and sheaths. Experiments using a thermionic
emitting wall as an electron emission source were performed in the 1980’s, and gave
results qualitatively consistent with the Hobbs and Wesson theory [24, 47, 34].
Results of Intrator et al.
Intrator et al. performed a study in 1988 [47] to investigate the sheath over a grid of
emitting tungsten wires. Their investigation found a system of two potential structures
which the authors term a “virtual cathode” or a “transient double sheath”. The system
consists of a sheath structure on the normal length scale of a few Debye lengths,
which goes from a normal electron-repelling sheath at no emission condition to an
inverse electron-attracting sheath at the strong emission conditions. At strong emission
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conditions, the second structure becomes active, which is a gradual electron-repelling
slope over a much larger length scale (30-50 Debye lengths.)
The authors question how the two-sheath structure could be stable in steady state,
reasoning that low-energy ions would become trapped in the potential well and their
accumulated charge would repel incoming ions and eliminate the virtual cathode
region. Their reasoning for the answer has to do with the way they heat the filaments.
The authors employ 60 Hz half-wave rectified power pulses to heat the filaments
and take data in the off-cycle when the filaments are a floating equipotential surface.
However, during the on-state of the heating cycle, there is a voltage drop on the order
of 20 V across the filament grid as it is heated, which the authors propose pumps slow
ions out of the potential dip region (driving them parallel to the grid surface, along
the direction of the voltage drop.) Through this ion pumping mechanism, they believe
the double sheath structure is able to persist and show up in the measurement. To
support this, they observe that as the neutral pressure is increased in the device, the
potential dip structure decreases in magnitude until it has largely disappeared.
The recent dissertation of Sheehan [85] and a journal article by Li [63] have
investigated virtual cathode structures forming as a result of SEE from the wall
material. These structures raise new questions, as they occurred at much higher
sheath potentials than predicted by the Hobbs and Wesson theory.
2.3.6 Effect of wall roughness
In thrusters, the conditions of the thruster wall evolve over the many thousands of
hours of operation due to ion bombardment and prolonged plasma heating. As such
it is of interest to learn how changes in the thruster wall surface and microstructure
may impact the sheath, and thus the operation of the thruster over its lifetime.
The primary mode of coupling between the wall and plasma is believed to be
through SEE. Given that the dependance of SEE yields on incidence angle generally
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shows increased yield for non-normal incidence angles of 30° to 60°, it would seem that
a roughened wall would have higher SEE yield than a smooth wall. On the other hand,
it can be argued that a roughened wall will in general have lower secondary electron
emission than a smooth wall, due to geometrical obstruction of emitted electrons by
the peaks of the rough surface. In the extreme case, this mechanism holds true, as
shown by yield measurements by Raitses et al. using carbon velvet materials that
consist of “forests” of carbon nanotubes. The total electron yield of these materials
was measured to remain quite low regardless of incident energy, never exceeding 0.1.
It is unknown whether the geometric trapping mechanism used by the velvet will work
in a material with a more macroscopic peaks-and-valleys type of surface profile. There
is thus a need for experimental investigation of the effect of surface roughness on the
sheath in conditions with significant secondary electron emission.
2.3.7 Effect of wall temperature
The energy stored in a solid wall material is largely contained in the lattice vibrations
of the material, however some of the energy is stored in the internal “free” electrons
that move throughout the material. When the work function is low, it is these electrons
which have enough energy to escape the surface by thermionic emission as described
by Richardson’s Law (2.46). As discussed, this emission (which depends exponentially
on wall temperature) can have a large effect on the plasma sheath. Even for materials
with high work functions, there are several ways in which the wall temperature may
have an indirect effect on the sheath:
• The wall temperature will govern the temperature of neutral gases colliding
with the wall, so high wall temperatures will have the effect of decreasing the
near-wall neutral density and making the sheath more collisionless.
• Wall temperature has been identified as a factor that effects the reproducibility of
electron emission experiments, and electron emission is known to strongly effect
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the sheath as previously discussed. Experiments seeking to measure electron
emission from solid samples typically perform a heating / desorption procedure
at the beginning of the experiment to free the surface of adsorbed gases and
contaminants. The presence of adsorbed gases and contaminants increases the
observed electron emission.
• Temperature affects electrical resistivity in solids, which may affect the gen-
eration rate of true secondary electrons. In metals, resistivity increases with
increased temperature; in semiconductors and insulators, resistivity decreases
with increased temperature.
• Depending on the temperature stability of the wall material, high wall tempera-
tures may change the surface microstructure and thus couple with the effects of
surface roughness.
Given these factors, there is a need for experimental investigation of the effect of
wall temperature on the sheath potential profile. This author is unaware of any study
yet that has done this.
2.4 Influence of Magnetic Field
Applied magnetic fields can give rise to a wide variety of plasma phenomena. At the
level of the charged particles of the plasma, the effect in the plane perpendicular the
field lines is to restrict charged particles to circular motion (“gyromotion”) due to the
~u× ~B component of the Lorentz force. The radius of the trajectory of a given plasma






where u⊥α is the speed of species α parallel to the magnetic field. It can be seen from
equation (2.49) that electrons can be restricted by magnetic fields (“magnetized”) with
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much lower applied fields than ions due to their lower mass. The motion parallel to
the field is not impeded, giving the trajectories of charged particles in magnetic fields
a helical shape.
Due to gyromotion, magnetic fields in plasmas have the effect of hindering elec-
tron transport perpendicular to the field lines, but not parallel to them. Transport
perpendicular to the field lines still occurs, due to collisions, plasma fluctuations, wall
termination, or possibly other unidentified mechanisms – Hall effect thrusters rely on
such mobility to sustain the discharge. Accurately predicting the cross-field electron
mobility is one of the main limitations in current Hall effect thruster modeling codes.
Magnetic fields have been found to be highly useful for electric propulsion devices,
for reducing power losses to the thruster wall and for limiting electron mobility from
the discharge plasma to the anode. Magnetic cusp geometries are commonly used
to decrease wall losses in ion engine discharge chambers. In Hall effect thrusters,
the magnetic field has a strong radial portion near the exit plane of the thruster to
trap electrons in the annular Hall current. The magnetic field can also be shaped to
not intersect the discharge channel wall near the exit plane, the “magnetic shielding”
configuration which avoids rapid erosion of the discharge channel wall [43]. All in all,
the intersection of wall interactions and magnetic fields is of great interest for thruster
development.
2.4.1 Sheath theories incorporating magnetic field
The fundamentals of the effects of a magnetic field with arbitrary orientation with
respect to the wall on the plasma sheath are due to Chodura [22]. He concludes that
the sheath will organize into a quasineutral "magnetic presheath" that scales with
the length scale ua/Ωi, where ua is the ion acoustic speed (equal to the Bohm speed
(2.35)) and Ωi is the ion gyrofrequency.
The Chodura theory was extended by Ahedo [4] to join with the unmagnetized
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presheath theories of Riemann and describe the transitions between the regimes.
Ahedo also treats the case of a strong magnetic field, where the ion gyroradius and
the plasma Debye length are of similar dimensions.
2.4.2 Experimental Results
Experiments in 1995 by Kim et al. [51] support the Chodura structure of the
magnetized presheath potential profile. Experiments by Takamura et al. [90] show a
significant decrease in sheath potential of gold and tungsten targets as the magnetic
field is transitioned from normal- to grazing-incidence, although full measurements
of the sheath potential profile were not obtained. To the author’s knowledge, no
experiments have tested the predictions of the strong magnetic field case of the Ahedo
model, in which the effect of the magnetic field is predicted to extend from the
presheath region into the actual sheath region.
2.5 Application of Sheath Theory
In the analysis of a bounded plasma, the sheath forms at all surfaces in contact with
plasma and has important effects on the particle and energy transport between the
plasma and the wall. In a typical floating wall sheath, the sheath assumes a thickness
and electric field strength proportional to the plasma parameters. The wall potential
floats negative with respect to the plasma potential and the sheath acts to accelerate
ions into the wall and repel electrons from the wall. This gives the floating sheath an
intrinsic role of thermal insulation for the wall, shielding the wall from the large heat
flux it would otherwise receive from the energetic free electrons of the plasma. It does
this at the expense of subjecting the wall to a more energetic ion bombardment than
would otherwise be the case. In the first subsection we discuss some aspects of sheath
scaling for different plasmas. We will analyze in more detail the particle and energy
transport between the plasma and wall. Following that, we give some discussion of
how sheath models are implemented in a common Hall effect thruster model.
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2.5.1 Sheath Scaling
In all the sheath theories presented so far, the sheath potential has been nondi-
mensionalized using the electron temperature and the spatial coordinate has been
nondimensionalized using the Debye length. This is a powerful formulation in that it
allows the sheath theory to be applied to a plasma of any given number density and
temperature.
The Child-Langmuir sheath and collisional presheath thickness scaling has been
verified at low plasma densities by Lee and Hershkowitz [72]. The EP community has
thus far assumed that this scaling allows the sheath models to be used in thrusters
without correction. However, the floating potentials predicted by the emitting wall
theories of Sheehan, Campanell, and Ahedo have not been experimentally verified.
This is particularly important for Hall effect thruster design in particular because
the floating potential of the dielectric discharge channel influences power losses and
attainable plasma density.
2.5.2 Particle and Energy Fluxes
The loss rates of particles and energy to the wall through the sheath are a part of
the equilibrium condition of the plasma that determines its global temperature and
number density, thus in general, plasma-wall interaction cannot be accurately analyzed
separately from the overall plasma – the plasma-wall interaction and the bulk plasma
equilibrium are coupled. However insight can be gained from considering a case where
the two are decoupled.
Consider a flat plate electrode placed in an electron-ion plasma. We will say that
the plasma is infinitely large and unperturbed by the bias and/or current collection
of the electrode, and the SEE, thermionic electron emission, and ion reflection from
the wall are low enough to be neglected. Thus the electrode acts as a fully absorbing
wall and we can change the bias of the electrode with respect to the plasma potential,
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which remains unperturbed.
For a given sheath theory it is feasible to predict the particle and energy transport
for the varied bias of the electrode. We will assume a Child-Langmuir sheath with Bohm
presheath, with a Maxwellian plasma of electron temperature T e and negligible ion
temperature. For working with energies and fluxes, we will define a non-dimensionalized











δα = Ξαεα (2.52)




is the mean electron speed entering the sheath, the dimensionless
energy ε is normalized to the plasma electron temperature, the dimensionless particle
flux Ξ is normalized to the free electron thermal flux, and dimensionless energy flux
δ is the product of the two.
First let’s consider the case where the wall potential is biased below the plasma
potential. The flux of ions to the wall is equal to the flux entering the sheath at the
Bohm speed, which is
Γi = n0uB (2.53)





The ratio of the Bohm speed to the mean electron speed can be expressed in terms of

























n0ue exp (−Φ) (2.57)
or when normalized,
Ξe = exp (−Φ) (2.58)
where Φ is the sheath potential normalized by the electron temperature as defined
in equation (2.18). The energy transferred by the ion and electron fluxes are their
respective fluxes multiplied by the energy transferred per particle. The ions are






The constant term of 1/2 in equation (2.59) is due to the energy possessed by the
ions by virtue of entering the sheath at the Bohm speed. The energy deposited in
the wall by the electrons that make it through the sheath varies from electron to
electron. The plasma electrons are assumed to have a Maxwellian energy distribution
defined by the temperature T e, thus only the particles with sufficient energy to cross
the sheath potential can make it to the wall. This is often the high-energy “tail” of
the distribution. Integrating across the Maxwellian distribution, it can be shown that
the electrons deposit on average an energy of twice the electron temperature in energy
units (Goebel-Katz [37] appendix C.)
εe = 2 (2.60)
We can thus calculate the energy flux from the plasma to the wall as a function of the
bias potential Φ.










Figure 2.10 shows the dependence of the energy transfer coefficient δ on the wall
electrode bias Φ below the plasma potential for several different ion species. The
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dotted line in Figure 2.10 shows δ at the floating potential as a function of ion mass.
A minimum occurs in the energy transfer δ near to the floating potential. This is one
reason why the floating boundary condition is often attractive for plasma devices – it

















Figure 2.10: Dependence of energy transfer coefficient δ (equation 2.61) on the
normalized sheath potential Φ below the plasma potential for plasmas of several
different singly-charged ion species. Φf dashed line denotes the Child-Langmuir
floating potential variation with ion mass/charge ratio.
As shown in Figure 2.10, plasmas formed with heavy ion species are in a sense
intrinsically advantageous for minimizing energy transport to the wall. The reason is
twofold. First, the large imbalance in mass between the electrons and ions will create
a relative large floating sheath potential, which helps to repel the electrons from the
wall and contain their energy within the plasma. Second, the Bohm speed decreases
with the square root of the ion mass, which causes the total ion flux to the wall to
decrease for heavier ions and thus in the floating condition causes the total electron
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flux to the wall to decrease.
The ions can impart significant energy to the wall if the negative bias is large. If the
wall is biased very strongly negative into the range of 100’s of electron temperatures,
the kinetic energy of the ions begins to equal or exceed what the electron thermal flux
would have delivered. Also, because the ions probably have comparable mass to the
atoms of the wall material, there may be significant atomic sputtering and erosion of
the wall material at these high ion energy conditions.
Examining Figure 2.10 for the case of a xenon or argon plasma, it can be seen that
if the sheath potential collapses from the Child-Langmuir floating potential to Φ ≈ 1
as predicted by the Hobbs-and-Wesson theory for an electron-emitting boundary, it
will give rise to a significant increase in the energy flux to the wall. Some indication
of this effect has also been observed experimentally: experiments by Takamura et
al. with a tungsten surface showed an abrupt loss of sheath potential coupled with
a significant increase in wall temperature [91]. The floating potential falls by about
30 V and the target wall temperature increases from 2500 K to 3100 K, indicating
an increase in heat flux by at least a factor of 2.3 considering that the radiative heat
transfer from the wall sample will vary as T 4 and neglecting any other heat transfer
paths.
From the analysis in the section, we see that the sheath voltages that manifest
at plasma boundaries can have a significant effect on particle and energy transport
between the plasma and wall. The next section gives more detail about one of the
most widely used Hall effect thruster models “HPHall” and its application of analytical
sheath theory.
2.5.3 Modeling Example: HPHall
Analytical sheath theories are often used directly in modeling thruster plasmas. As
previously mentioned, sheaths are very thin in thruster plasmas on the order of tens
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of micrometers, so it is computationally expensive to generate a mesh on the order of
the Debye length to resolve the sheath region. It is expedient to input an analytical
sheath model as a boundary condition at the model edges representing the electrodes
and discharge channel walls.
One of the first Hall effect thruster models to become widely used in the US was
HPHall, written in 1990 by Fife and Martinez-Sanchez [31]. It represents the plasma
electrons as a fluid and the plasma ions using the PIC method. In the PIC method,
the particles are defined as a number of “macroparticles” each representing perhaps 107
real particles and forces are calculated by summing the contributions of neighboring
cells of a predefined grid throughout the plasma. The method of only using PIC
for the ions, called hybrid-PIC, saves computational effort in comparison to full-PIC
(wherein the PIC method is used for both electron and ion populations.)
In HPHall, a sheath model is selected and implemented directly as the wall
boundary condition for cells touching the wall. The original sheath model of Fife
and Martinez-Sanchez was uncommon for its time, and greatly resembles the recent
predictions of the inverse sheath of Campanell. The sheath model is of significant
importance to the predictions of the model, because it mediates the loss rates of ions
and electrons to the wall, the energy with which they strike, and the rate of secondary
electron flux returning from the wall. These in turn influence the steady-state plasma
density, electron temperature, and predicted wall erosion rate, which in turn strongly
effect the predicted performance.
Several changes have been made to HPHall over the years, creating new variants
HPHall2 [74], HPHall2-JPL [44]. Agreement remains semi-empirical, with parameters
of the electron fluid requiring arbitrary adjustment to match experimental data. In
one of the updates, the sheath model was changed from Fife’s model to the Hobbs and
Wesson model [45]. Now the new theories of Campbell and Sheehan raise the question
if the theory should be changed again. This underscores the need for experimental
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In the previous chapter, we discussed the current state of knowledge about plasma
sheaths in several areas, namely the scaling of sheaths, the presheath-sheath transition,
electron emission from the wall, wall temperature, wall topology and surface roughness,
and applied magnetic field. In this chapter, we discuss the selection of scope for the
current work.
3.1 Experimental Approach
In order to ground some of the theoretical development of sheath theory, it is desired
to obtain experimental measurements of sheaths. To do this in situ in thrusters poses
a significant challenge: the plasma density is high in thrusters and sheaths are thin, on
the order of micrometers. Due to the scalability and dimensionless formulation of the
sheath theories, it is feasible to examine the physics in a nominal plasma environment
with a lower plasma density. This is the approach taken in the current research.
While there is value in purely exploratory sheath measurements given the low
amount of experimental data on sheaths, the space of possible investigations is broad
and it is necessary to have some scope of things to study. Dr. Hershkowitz’s group
has done extensive work in illuminating the physics of Child-Lanmguir sheaths and
the presheath-sheath transition / Bohm criterion, extending this investigation into
multiple-species plasmas and examining the effect of ion-ion acoustic instabilities. In
this work, we will primarily pursue the effect of electron emission from the wall, along
with confounding influences that may be present such as wall roughness and wall
temperature. This will allow us to address the thruster-relevant possibility for a large
effect on the sheath potential and energy flux. The following are specific research
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questions to be pursued:
3.1.1 Electron emission from the wall
• Is the Hobbs and Wesson theory an accurate description of the sheath over an
electron-emitting wall? Should it be expanded/replaced in thruster models with
the Campanell or Sheehan theory? Are more general theories needed?
3.1.2 Wall roughness
• What are the effects of wall roughness on the plasma sheath potential profile in
conditions of significant electron emission?
3.1.3 Wall temperature
• What are the effects of wall temperature on the plasma sheath potential profile
in conditions of significant electron emission?
Experiments were designed and attempted to determine the effect of applied
magnetic field, but have not yet yielded useful results. Ultimately it became clear that
the application of magnetic field introduced too many new experimental challenges,





The main difficulty in experimental measurement of sheath potential profiles is their
small physical size (tens of micrometers for the thruster plasma.) In order to circumvent
this difficulty, a low-density plasma cell has been designed and built to create plasma
sheaths on a measurable scale. The device is based on an established design from
literature, originally reported by Limpaecher and Mackenzie [65] in 1973. Studies
done by Leung et al. investigated the effect of different configurations of the magnetic
boundary [61, 62] and by Lang and Hershkowitz to assess achievable plasma densities
[55]. The device has been widely used since, notably by Hershkowitz and collaborators.
A schematic of the device as built and used in the present experiments is shown in
Figure 4.1. Plasma is generated by collisional ionization of neutral gas from energetic
electrons, which are emitted from heated tungsten filaments. The energetic electrons
are confined using cusp magnetic fields at the plasma boundary which increases the
uniformity of the plasma within the volume. The cusp magnetic fields decay rapidly
(as 1/r3) away from the permanent magnet dipoles around the boundary, so the main
plasma volume of the device is unmagnetized.
In the present work, the device is operated at low discharge current and plasma
density together with high energetic electron fraction. Energetic electron populations
can have a large effect on sheaths over floating walls even at fairly low fractions, due
to the fact that only the highest energy electrons make it through an electron-repelling
sheath to impact the wall. This operation at high electron energy leads to high SEE










Figure 4.1: Diagram of plasma cell and diagnostics. F = filaments, M = magnets,
B = nominal magnetic field, PLP = planar Langmuir probe, EP = emissive probe,
W = wall material sample, X = nominal data measurement location. Emissive probe
orientation rotated 90° in figure to show hairpin tip geometry. Not to scale.
Figure 4.2: Photo of plasma cell installed in chamber.
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regimes.
Figure 4.3: Plasma cell operating at 5 A discharge current to get a visible plasma.
Most data is collected at lower discharge currents, where the plasma is not visible.
There are several aspects of multidipole device design that can be varied, with
various effects on the plasma operation. In the following sections, those issues are
discussed and the choices made in the device used for these experiments are noted.
4.1.1 Ionization Source
In theory, a multidipole plasma device can operate using any type of ionization source.
The only necessity is to inject energized particles or plasma into the device, and allow
them to diffuse throughout the confinement volume. Many sources in literature have
used heated thoriated tungsten filaments, this is also the technique used in the present
device and experiments. The filaments are heated to incandescence by passing electric
current through them, and thermionic electrons are extracted and accelerated into
the device by application of a separate discharge voltage between the filaments and
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the device frame. The electrical schematic is shown in Figure 4.4.
Figure 4.4: Electrical schematic of multidipole plasma cell operating with hot-
filament ionization source.
The nomenclature in Figure 4.4 is the nomenclature that will be used for reporting
the experimental data: the heating voltage and current VH and IH and the discharge
voltage and current VD and ID are recorded using the analog monitoring interface
from the respective power supplies.
The spatial position of the filaments also has an influence on the device operation.
In particular, it matters whether the filaments are located near the device wall and
within the boundary magnetic field, or if they are within the unmagnetized region
in the middle of the device. If the filaments are positioned within the boundary
magnetic field, the energetic electrons emitted from the filaments will be confined
within the exterior magnetic field and be largely absent from the plasma resulting
from ionization that diffuses into the center of the device. If the filaments are located
in the unmagnetized region in the middle of the device, the energetic electrons will
be reflected inside the plasma device, and will exist throughout the plasma volume
along with the rest of the plasma resulting from ionization. For these experiments, the
filaments are positioned inside the device in the unmagnetized region, which allows
the energetic electrons to be present in the experimental plasmas and drive SEE from
the wall material samples.
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4.1.2 Vacuum Environment
Happily, a large vacuum chamber is available for performing the experiments with
the plasma cell, so there is no requirement that the plasma cell constitute its own
vacuum vessel. The vacuum chamber used is the Georgia Institute of Technology
Vacuum Test Facility-2, which is 9.2 meters long, 4.9 meters in diameter and uses ten
PHPK TM1200i cryopumps to achieve a base pressure of 2 x 10−9 Torr. Only two of
the cryopumps are operated during the plasma cell experiments, in order to decrease
pumping speed so that the desired experimental pressures can be obtained using a 500
sccm-N2 range MKS 1179A01352CS1BV mass flow controller. This results in base
pressure of 1 x 10−8 Torr obtained for these experiments. The mass flow controller is
used to flow 99.999% argon into the chamber and control the operating pressure.
4.1.3 Neutral Flow and Operating Pressure
The pressure of neutral gas within the chamber and plasma device influences the
achievable plasma density and the amount of electron-neutral collisions within the
plasma. It is known that the molecular flow of low-pressure gases in vacuum chambers
can establish significant differences in pressure at different locations throughout the
chamber [99]. In these experiments the plasma cell is positioned in the center of
the chamber, far (2-3 meters) from the gas inlet and active cryopumps, so as to
be in a region of relatively uniform neutral pressure. The device is a series of rails
supporting the magnets rather than an enclosed cylinder, in order to allow neutrals to
readily diffuse into the interior of the plasma cell. The arrangement of the plasma
cell and pumps / gas inlet is shown in Figure 4.5. The neutral pressure reported
in these experiments is measured by a Bayard-Alpert 572 ionization gauge next to
the plasma cell in the center of the chamber. Also available are measurements from
a Bayard-Alpert 571 ionization gauge connected to the side of the chamber, which













Figure 4.5: Arrangement of the plasma cell, pumps activated and gas inlet installed
in GT HPEPL VTF-2.
lower pressure reading at any given flow rate. The disagreement could be due to
pressure gradients in the chamber, but given that the accuracy of the gauges is ±
25% [94], it could also be due to measurement error of the gauges. For reporting the
experimental data, the reading of the interior gauge next to the plasma cell is given
as the nominal reading.
4.1.4 Construction Details
As built, the plasma cell cylindrical cage interior length is 36 inches and the interior
diameter is 24 inches. There are 24 rails of 1/8-inch thick aluminum u-channel that
form the exterior of the cylindrical cage, each lined with 11 Magnet Kingdom CM-0411
ceramic permanent magnets. The magnets are all oriented with the same polarity
on each rail with adjacent rails assigned opposing polarities – the ’broken line cusp’
configuration described by Leung et al. [61]. The magnets are equally spaced 3.5
inches apart on center along the rails. The end plates are 24 inch aluminum squares,
1/4 inch thick, with 1/2 inch holes drilled in a 1.725-by-3.175 inch grid to allow neutral
gas flow into the plasma region. A grid of similarly spaced and polarized magnets is
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held on the interior of the each of the end plates with u-channel.
Five 2% wt. thoriated tungsten filament lengths of 2.5 inch and diameter 0.006
inch are resistively heated in parallel to generate the electrons that create the plasma.
The filament lengths are formed from a continuous length of filament wound between
two 8-32 stainless steel threaded rods spaced 2.5 inches apart and clamped by small
pattern stainless steel machine nuts, as shown in Figure 4.6. The threaded rods are
Figure 4.6: Photo of filament winding, threaded-rod supports and alumina tubing
insulators.
electrically isolated from the rest of the plasma cell frame using 1/4 inch OD alumina
tubing and used as both the filament electrical leads and structural supports.
4.1.5 Installation Details
When installed in VTF-2, the plasma cell sits on garolite G10 feet that elevate its
base 6 inches above a stainless steel personnel grating supported by a central I-beam
and two flanges on the sides of the chamber. The axis of the plasma cell cylinder is
aligned with the chamber axis and the I-beam. In order to permit horizontal access




4.2.1 Diagnostic Selection: Optical vs. Probe Diagnostics
Plasma diagnostics can be broadly characterized as either physical probe-based di-
agnostics, optical diagnostics, or magnetic diagnostics. The latter category is not
effective for unmagnetized plasmas, so the choice for the present experiments was
mainly between probe-based diagnostics and optical diagnostics.
Physical probe-based diagnostics involve inserting an additional electrode into the
plasma, and determining information about the plasma by the electrical response of
the probe to various applied voltages and signals. The most straightforward example
of a probe diagnostic is the Langmuir probe, which dates back to Langmuir’s original
research in the early 1900’s. In theory, a Langmuir probe can measure almost all of
the information of the plasma at the spatial location where it is positioned and swept.
Standard interpretation of a Langmuir probe data returns the plasma ion number
density, electron temperature, and plasma potential [40]. With further considerations
and high-fidelity data, Langmuir probes can be used to measure the electron energy
distribution function of the plasma in non-Maxwellian plasmas [6].
The downside of Langmuir probes is that the correct interpretation of the data
is non-trivial and the selection of the proper interpretation theory depends on the
plasma parameters to be measured [28]. To combat this difficulty, a large number of
variant electrostatic probes have been developed for specific plasmas and applications,
which generally do not measure as many plasma parameters as the Langmuir probe
but deliver increased accuracy and robustness on the parameter that they do measure.
A notable probe variant that has been used in sheath research is the emissive probe,
which is able to deliver a robust measurement of plasma potential.
A disadvantage of physical probe-based diagnostics is that the very act of inserting
another physical electrode into the plasma intrinsically perturbs the plasma. This
introduces the concern that you may not measure the true system as it would exist
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without the probe, you measure a different system that includes the probe. To apply
probe diagnostics and obtain results of sufficient accuracy, the probe must represent a
“small perturbation” to the plasma. Typically this can be achieved by miniaturizing
the probe electrode and support with respect to the plasma size. In plasmas where the
majority of the boundaries are insulating / electrically floating, the current collection
by even a very small probe may constitute a large perturbation to the system! Physical
probes are also difficult to apply in high-density plasmas, as the high heat fluxes from
the plasma to the probe may cause the probe to melt or emit electrons thermionically.
To circumvent some of the difficulties of physical probe-based diagnostics, optical
plasma diagnostics have been developed. These often involve application of lasers,
spectroscopy, and/or interferometry. Notable examples include Laser-induced fluo-
rescence (LIF) [83, 84], Laser-collisional-induced fluorescence (LCIF) [46], Rayleigh,
Raman, or Thompson scattering [96], and Microwave/Terahertz interferometry [71, 49].
These techniques avoid the insertion of physical objects and electrodes into the plasma
and thus are generally less intrusive and perturbative than physical probes.
After reviewing these diagnostic options, it was decided that most optical techniques
would be very difficult to apply successfully in the plasma sheath region where charged
particle number densities are low. There would be very low signal for spectroscopy
or interferometry techniques, which are largely applicable to higher density plasmas.
Therefore it was determined to use emissive and Langmuir probes, which would be
relatively easy to apply in the low-density plasma cell and should return reliable data.
4.2.2 Langmuir Probe
The collection of particles by a Langmuir probe depends on the probe tip geometry.
The three most-studied tip geometries are the spherical probe, planar disc probe, and
cylindrical probe. As discussed by Demidov et al. [28], a critical parameter is the
ratio of the probe diffusion length scale to the plasma Debye length / sheath length
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scale. The probe diffusion length is close to the probe physical dimension, which is
the sphere radius, disc radius, or cylinder radius respectively.
Cylindrical Probe
The cylindrical probe was first selected to use for measurements of plasma density and
electron temperature in the bulk plasma. The probe radius was 0.0025 inches, much
less than the plasma Debye length, so it was thought that the orbital-motion-limited
(OML) theory would be easily applicable, as this theory assumes large sheath thickness
relative to the probe radius. However as shown in Figures 4.7 and 4.8, the ion current
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Figure 4.7: Sample data from cylindrical Langmuir probe in plasma cell at 10 mA
discharge current.
Attempts to interpret the cylindrical Langmuir probe data gave reasonable electron
temperatures (which should not depend on the probe geometry) but inaccurate number
densities. On further reading and analysis, it was determined that the likely cause of
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Figure 4.8: Sample data from cylindrical Langmuir probe in plasma cell at 10 mA
discharge current (magnified to show ion current collection.)
required to be large compared to the Debye length. Instead of a lengthened cylindrical
probe, it was determined to switch to a planar disc probe for better resolution of
high-energy electron populations.
Planar Disc Probe
Planar disc probes are often used to determine an “ion saturation current” to the
planar probe, from which the density can be determined using the conclusion from
presheath theory that ions enter the planar sheath of the probe at the Bohm speed.
The term “ion saturation current” is not precise, because the ion current continues to
increase as the probe is biased negative, due to edge effects in the (Child-Langmuir)
sheath expansion.
The planar geometry has the advantage of acting as a predominantly-1D energy
discriminator for electrons and ions. Theory established by Knapmiller et al. [53] and
Hershkowitz et al. [41] allows for relatively straightforward determination of electron
energy distribution characteristics. The latter theory is particularly applicable to
multidipole plasmas, showing how a linear characteristic in the electron-repelling
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ion-collecting region corresponds to collection of isotropic energetic electrons. Such
electrons can be present in multidipole plasmas due to energetic electrons emitted
from the filament that make multiple bounces off the magnet cusps, and thus retain
their energy from the cathode sheath but have effectively lost their directionality.
Figure 4.9: Photo of planar disc Langmuir probe as built, mounted to linear motion
stage for insertion into the plasma cell.
Langmuir Probe Operation
The Langmuir probes used in this work are biased with a Keithley 2410 Sourcemeter.
The Sourcemeter also measures the current emitted and collected by the probe. Linear
stair-step voltage sweeps are configured on the Sourcemeter with the number of power
line cycles (NPLC) for the dwell time of the sweep set to 1, so the dwell time is 13
ms for the 60 Hz power cycle. The resistance of the coaxial cable connecting the
probe tip to the Sourcemeter is about 1.2 Ω and the current collected is in the range
of microamps to milliamps, so the difference between the probe tip voltage and bias

























Figure 4.10: Sample electron current from planar Langmuir probe in plasma cell in
electron-repelling, ion-collecting region at 10 mA discharge current, varied discharge
voltage.
spacing is typically 0.2 V. Because the sweeps are much slower than plasma ion and
electron response timescales, the measurements are considered time-averaged and do
not give any information about oscillatory phenomena in the plasma.
Langmuir Probe Uncertainty
While Langmuir probes in theory give a large amount of information about the
plasma at their location, in practice the measurements are subject to potential sources
of uncertainty. A useful enumeration of many possible sources of error is given in
the review by Demidov et al. [28]. These include influence of the probe holder,
uncleaned probe tip surface, uneven work function over the probe surface, plasma
potential oscillations, plasma potential perturbation induced by the probe sweep, and
instrumental functions of the measurement electronics. Other factors include the effect
of SEE from the probe tip due to electron and ion impacts, selection of the correct
interpretation theory, and the accuracy of knowledge of the probe collection area.
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One of the most significant observed errors is the effect of an uncleaned probe
surface, so in this work probe cleaning techniques are used. Removal of surface
contaminants and adsorbed gases can be accomplished by biasing the probe tip
strongly negative to clean it by ion sputtering or positive to clean it by electron
heating to incandescence. For the tungsten planar Langmuir probe used, an initial
significant effect of cleaning by ion sputtering at -500 V was observed. The probe
was periodically biased to -500 V to continue the cleaning, but no strong effect was
observed after the initial cleaning.
The repeatability in determining the fits in the various ion and electron regions
of the probe characteristics was about ± 10%, which dominated the repeatability in
determining the measured number densities and electron temperatures. This relative
repeatability gives confidence that the measured trends in the plasma parameters are
accurate. The absolute uncertainty in the measured number densities and temperatures
due to the host of other possible systematic errors is difficult to bound, but given the
agreement between Debye lengths and measured sheath thicknesses the measurements
are almost certainly within an order of magnitude of the true values. Given the
simplicity and stability of the multidipole plasma, many of the possible effects should
not be significant (plasma potential oscillations / perturbation induced by the probe
sweep.) The author estimates that the measured number densities and temperatures
are within a factor of 2-4 of the true values.
The measured energy of the primary electrons shows up sharply in the curves and
tracks well with the plasma cell discharge voltage as stands to reason, so there is
negligible uncertainty in its determination.
4.2.3 Emissive Probe
An emissive probe is similar to a Langmuir probe, but is configured such that it can
be heated to the point of thermionic electron emission. The probes used in these
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experiments are configured with a “hairpin” tip following the design used by Xu [101],
as shown in Figure 4.11.
Figure 4.11: Schematic of emissive probe tips used, design of Xu [101].
Figure 4.12: Photo of an emissive probe tip as built.
The probe is oriented so that the plane of the half-loop is parallel to the wall
material sample plane to maximize spatial resolution. One could argue that the spatial
resolution of the probe is thus the diameter of the tip filament, however in practice it
was often necessary to angle the probe slightly in order not to impact the wall with
the probe support. Consequently, the spatial resolution of the probe is estimated at 1
mm.
The connection between the emitting thoriated-tungsten filament and the copper
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wires interior to the probe is done by a mechanical press-fit. This connection method
proved troublesome in practice, and several probes developed loose connections in
vacuum resulting in unsteady heating and emission current levels. For future work
it is recommended to use a micro-spot-weld connection between the tungsten and
interior wire.
The heating applied to an emissive probe allows for multiple strategies to determine
the plasma potential. A review of emissive probe methods and techniques is given in
a review by Sheehan [86]. One method is the so-called “floating probe” method, in
which the probe is heated to strong emission to neutralize the probe sheath, such that
the floating potential of the probe is roughly equivalent to the plasma potential. This
method has the advantage of real-time readout of the measured potential, but clearly
depends on some of the sheath phenomena under investigation.
If a real-time measurement is not required, a more reliable method is to heat the
probe less, to achieve emission only comparable to a few times the ion saturation
current, and then to perform multiple voltage sweeps of the probes with varying levels
of heat / electron emission. The point at which electrons are able to be emitted from
the probe corresponds to the plasma potential – when the probe is biased below the
local plasma or sheath potential, the electrons will be forced up the potential gradient
and escape from the probe, while if the probe is biased above the local potential, the
electrons will be contained by the potential gradient and return to the probe tip. In
the former condition, the emission will be measured, in the latter condition it will not,
allowing the deduction of the plasma potential from multiple sweeps extrapolating




The emissive probe is heated with constant DC current from a Xantrex XPD 60-9
instrumentation power supply and biased with a Keithley 2410 Sourcemeter. The
Sourcemeter also simultaneously measures the current emitted and collected by the
probe. Since the probe is heated with DC current, there exists a steady-state voltage
drop across the two legs of the probe circuit and the probe tip while in operation.
The sourcemeter voltage sweep bias is always applied to the low-voltage leg of the
heating circuit, so the voltage data of the collected I-V curves is offset by half of the
DC heating voltage to more closely reflect the true bias potential of the probe tip.
The cold resistance of the center conductor of the RG-58 coaxial cables that are used
to connect the emissive probe are measured to be on average 1.2 Ω, and the probe
has a cold resistance of about 0.6 Ω. The heating voltage was usually about 6 V, so
the voltage drop across the probe was about 1.2 V, and across the probe tip about 1
V. This voltage drop is incorporated into the experimental uncertainty section.
An interactive script was made to plot the derivative of the collected I-V traces
from the emissive probe and allow the user to select the inflection point. The script
was initially designed to automatically select the inflection point without input from
the user, but this method was not successful in the presheath for low probe emission
currents. Examples of interpretation in the sheath, presheath, and bulk plasma regions
are shown in Figures 4.13 - 4.18.
Figure 4.14 shows the numerical derivative of an emissive probe I-V trace obtained
with the probe well within the sheath region, where the bulk of the plasma electrons
are repelled from the wall by the sheath and thus are not collected by the probe.
The dominant feature of the trace is the peak in the derivative corresponding to
the thermionic emission of the electrons from the probe when biased below the local
potential, making it easy to pick out the peak and process the data.
Figure 4.16 shows the numerical derivative of an emissive probe I-V trace obtained
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Figure 4.13: Raw emissive probe I-V trace obtained with the probe well within the
sheath region.
Figure 4.14: Numerical derivative of an emissive probe I-V trace obtained with the
probe well within the sheath region. Plasma electrons are not collected and inflection
point is clearly visible.
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with the probe on the border between bulk plasma and sheath regions. Plasma
electrons are plentiful and the emissive probe peak is not the tallest in the scan. For
this reason, an automated processing script to simply select the tallest peak in the
trace often yielded incorrect results in the transition region between plasma and sheath.
This difficulty can be overcome by increasing the emission from the probe, however
that increases the perturbation introduced by the probe. Ultimately it was decided
that it was more effective to digitally select the appropriate inflection points manually
– the crosshairs in Figures 4.14 - 4.18 show the user cursor positioned to select and
record the inflection point. A promising method for automated processing may be to
subtract a “background” trace obtained with the probe heat decreased to the point of
no emission.
Figure 4.15: Raw emissive probe I-V trace obtained with the probe on the border
between bulk plasma and sheath regions.
Figure 4.18 shows the numerical derivative of an emissive probe I-V trace obtained
with the probe positioned within the bulk plasma. The emissive probe peak lines up
with collection of the plasma electrons and is the tallest peak in the trace, facilitating
easy data processing.
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Figure 4.16: Numerical derivative of an emissive probe I-V trace obtained with
the probe on the border between bulk plasma and sheath regions. Plasma electrons
are plentiful and the emissive probe peak is not the tallest in the scan, complicating
automated data processing.
Figure 4.17: Raw emissive probe I-V trace obtained with probe in bulk plasma.
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Figure 4.18: Numerical derivative of an emissive probe I-V trace obtained with
probe in bulk plasma. The emissive probe peak lines up with collection of the plasma
electrons and is the tallest peak in the trace.
The emission current for a given trace can be determined by averaging the emitted
electron current (subtracting the ion current from a non-emitting trace) in the region
biased more negatively than the inflection point / plasma potential. With multiple
levels of probe heating / emission, it is possible to extrapolate back to a condition of
no emission, as shown in Figure 4.19.
Emissive Probe Measurement Uncertainty
The intrinsic uncertainty of the extrapolated inflection point method should theo-
retically be quite low, on the order of (T e / 10) [86]. For the plasma measured in
practice, the bulk T e was often 5 eV or less, which would give an uncertainty of 0.5 V
(± 0.25 V) in the plasma potential determination. The voltage of the probe was swept
in a stair-step sweep pattern at lower voltage increments, typically 0.1 or 0.2 V, in
order to try to preserve this uncertainty level. However, the DC voltage drop across

















Figure 4.19: Extrapolation of inflection points at different levels of heating / emission
to condition of zero emission.
than the method uncertainty, giving a propagated error of ± 0.56 V. In many data
graphs, the sheath potential varies across order of 50 V, so error bars are not visible
and are omitted in those graphs.
In some experiments to follow, only 1-3 emissive probe scans were collected at each
point, too few to perform a rigorous extrapolation using the inflection points. In these
cases, the probe emission current was minimized to make the individually-measured
inflection points as close to the plasma potential as possible, and the plasma potential
was taken as the mean of the measured inflection points. Since the order of variation in
inflection points at various locations often did not exceed 1 V, the uncertainty ascribed
to these measurements was doubled to 1 V (± 0.5 V ), and thus the propagated error
to ± 0.7 V. In the text, it is noted for each dataset which method is used to calculate




Experiments were conducted with both conductive and insulating wall material
samples in order to validate the emissive probe sheath measurement technique. With a
conductive wall material sample, it is possible to directly measure and/or set the wall
potential using a voltmeter or power supply. The sheath measurements should show the
potential changing across the sheath and terminating at the wall potential; thus, having
a conductive wall provides a useful check on the validity of the sheath measurements.
The measurements over the insulating sample confirm that the measurement technique
can also be applied in that situation.
5.1 Experimental Setup
This experiment was run with two different setups, one including only the insulating
wall sample and one including only the conductive sample. The insulating wall material
sample used was a 4-inch diameter, 1/4 inch thick disc of hexagonal AX05-grade BN.
This sample was positioned on centerline in the plasma cell using alumina tubing
inserted into a small radial hole drilled in the thickness of the sample and affixed
with Aremco 571 Ceramabond. The conductive wall sample used in this experiment
was a 2.75-inch stainless steel disc of 0.5 inch thickness. The disc was drilled and
tapped radially, and suspended on centerline in the plasma cell using a length of 10-32
stainless steel threaded rod. The conductive support threaded rod also served as path
for the disc electrical connection. The support threaded rod was insulated from the
plasma and the plasma cell frame using alumina tubing.
The plasma cell was configured as shown in Figure 4.4, using a Kepco BHK 2000-
0.1MG as the discharge power supply and a TDK-Lambda Genesys 60V-25A as the
73
filament heating supply. Different from most experiments to follow, the experiments
with the BN sample were run at varying neutral pressures in the vacuum chamber,
ranging from 5 x 10−5 to 1 x 10−4 Torr. The metal wall sample experiments were run
at 1 x 10−4 Torr.
5.2 Results
Operation of the discharge voltage at 60 V and discharge current 10 mA yielded a
low-density plasma: discharge current was observed, but there was no glow of argon
visible within the plasma device. The chief visual feature of the device in operation
was the glow of the hot filaments.
Diagnostic measurements were obtained using a cylindrical Langmuir probe and
an emissive probe. The cylindrical probe data did not exhibit a well-defined “knee” as
is normally expected for the geometry. In retrospect, this was due to the large sheath
size in the low-density plasma: the collecting sheath of the probe became spherical in
shape as it exceeded the dimensions of the cylindrical probe. The current collection
increased linearly with voltage, as expected from spherical probe theory [70].
Initial attempts to interpret the Langmuir probe using cylindrical probe theory
yielded plasma number densities on the order of 5 x 1013 - 2 x 1014 m-3. In light of
later measurements, these values are believed to be incorrectly high by about an order
of magnitude.
Emissive probe measurements were more successful. Thick sheath structures were
measured at pressures of 5 x 10-5, 7.5 x 10-5, and 1.0 x 10-4 Torr-Ar. The measured
sheath profiles are shown in Figures 5.2 and 5.1.
5.3 Discussion
Inspecting the measured sheath potential profiles over the stainless steel wall sample in
Figure 5.1, it can be seen that a linear extrapolation to the wall potential yields good
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Figure 5.1: Sheath potential profiles measured using emissive probe over stainless
steel wall at varied wall bias. Profiles extrapolate to agree with voltmeter-measured
wall floating potential. Argon plasma, mean method, pressure 1 x 10−4 Torr-Ar,
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Figure 5.2: Sheath potential profiles measured using emissive probe over BN wall in
low density plasma at varied neutral pressure (uncorrected). Argon plasma, extrapo-
lated method, discharge voltage 87 V, discharge current 9.5 mA.
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linear extrapolation may not be appropriate in situations with increased secondary
electron emission, e.g. if there is a virtual cathode, this experiment does confirm that
the swept emissive probe technique is reliably measuring the potential. The sheath
profiles also exhibit a large sheath thickness ranging from 20-40 mm, so the experiment
confirms that the plasma cell is able to achieve low enough plasma densities to form
large-scale sheaths.
The trend in sheath thickness with pressure of Figure 5.2 agrees with expectation:
as the neutral pressure becomes higher in the device, there is more energy exchange
between the plasma electrons and neutrals and more ionization, so the sheath potential
and thickness decreases. The large magnitude of the sheath potential drop (≈ 50 V)
at 5 x 10-5 Torr pressure was initially surprising, as the measured electron temperature
was order of 2 eV so the predicted sheath potential for argon would be about 10
V, c.f. equation (2.42) / Figure 2.6. In light of measurements from future investigations,
it is now clear that the reason for the high sheath potentials was the relative abundance
of isotropic energetic electrons emitted from the filament.
5.4 Comparison with GWU Simulation
Having obtained some first measurements of sheath potential profiles, we provided
the data to our collaborators at GWU. They were able to run a computation to solve
the Poisson equation throughout the sheath profile and generate theoretical potential
profiles to compare to experiments. In the next sections we give a quick overview of
their method, for more details the interested reader may refer to [13].
5.4.1 Setup
The elctrostatic Poisson equation proceeds from Gauss’s Law and Faraday’s Law in
the case of a linear, isotropic, homogeneous medium in the absence of a time-varying
magnetic field.
∇2φ = − e
ε0
(Z ini − ne) (5.1)
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In order to solve this equation for the potential profile φ(x), it is necessary to express
ni and ne as functions of known quantities such as the plasma conditions at the sheath
edge. Neglecting electron loss to the wall, we can write the electron density ne in
terms of the potential, which is the Boltzmann relation (c.f. Appendix A.2):






Plugging this into the Poisson equation, we have:
∇2φ = − e
ε0
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If we assume constant values for the plasma and ion density, it becomes possible to
solve for the plasma potential using a finite-difference division of the sheath domain
and a non-linear Newton iteration. The scheme as run is not fully predictive, as it is
necessary to specify the start and end points of the sheath potential as well as the
plasma properties. Nevertheless the computation is able to investigate how well the
data conforms to theoretical expectation for an electrostatic potential structure, and
what plasma parameters are expected given the potential measurements.
5.4.2 Results
The results of the Poisson computation are shown below in Figure 5.3.
5.4.3 Discussion
As shown in Figure 5.3, the computation is able to find good agreement with the
measured experimental data with an input plasma density in the 3.3 x 1012 m-3 range.
This computation, together with the linear slope of the Langmuir probe characteristic,
convinced us that the Langmuir probe data from the cylindrical probe was not being
interpreted correctly in this plasma, and that the reported densities in the 1014 m-3
range must be erroneously high. Nevertheless, the promising agreement to the shape
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Figure 5.3: Measured sheath profiles of Figure 5.2 compared to GWU Poisson solver
with n0 = 3.3 x 1012 m−3.
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CHAPTER VI
INFLUENCE OF ELECTRON EMISSION FROM THE
WALL
6.1 Experiment Ia: BN Wall
6.1.1 Experimental Setup
Experiments were performed in the plasma cell to characterize sheaths over smooth
and rough boron nitride (BN) ceramic wall material samples. BN was chosen because
it is the current state-of-the-art material for Hall effect thruster discharge channels.
Wall material samples were procured and prepared by our collaborators at Uni-
versity of Alabama (UA). The differences between rough and smooth samples will be
discussed in depth in Chapter 9, the current discussion will focus on the smooth BN.
The samples are grade-AX05 (pure) hexagonal BN, 3-inch diameter, 0.25-inch thick
discs. The smooth samples are polished using a Buehler Metaserv 250 grinder-polisher
at 300 rpm, and the rough samples are abraded with 120 grit SiC polishing paper.
The resulting surface finish is characterized by our collaborators at GTRI using a
LEXT OLS4000 profilometer. The smooth surface had no roughness that could be
observed within the profilometer resolution of 0.2 µm.
The plasma cell is operated with argon gas at pressure 10−4 Torr-Ar. The ion-
neutral mean free path is 0.8 m, so the sheath is largely collisionless. The plasma




Figures 6.1 and 6.2 show the measurement results from the planar Lanmguir probe
(c.f. section 4.2.2) function of the bias voltage applied to the plasma cell discharge
filament. The Langmuir probe is positioned 100 mm from the wall, where the primary
electrons have already traversed most of the plasma device. Electron number densities
are on the order of 3 x 1012 m−3, detecting similar amounts of hot (3.6 - 6.4 eV)
and cold (0.3 - 1.3 eV) Maxwellian electrons. As shown in Figure 6.2, the energetic
electron populations gain energy directly through the increase of the filament bias.
The changes in temperature of the hot and cold Maxwellian populations are on a
lower order of magnitude, but show an increase when the filament is biased below
100 V. Figure 6.1 shows that changing the filament bias does not result in a drastic
change in the overall number densities or temperatures of the Maxwellian hot and
cold electron populations. However, the number densities of the energetic electron
populations decrease steadily. A portion of this decrease in number density is due to
continuity, as the discharge current is held fixed. Additionally, this could be a result of
increased energy exchange of the primary electrons with the plasma and contribute to
the resurgence of the hot electron population, or it could be due to primary electrons
increasingly escaping the magnetic cusps. The loss rate agrees with literature that
states that the loss half-width for energetic electrons through magnetic cusps scales
directly with the primary electron gyroradius [60], leading to the loss area scaling
with electron energy.
Figure 6.3 shows the experimentally measured potential profiles over the smooth
BN wall material sample for a range of filament biases. The profiles are given with
respect to the bulk plasma potential (defined as the plasma potential measured 100
mm from the wall in each case.) The sheath thickness is roughly 40 mm. The
sheath thickness does not scale directly with the wall potential as it would for a
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Figure 6.1: Number densities of cold plasma electrons, hot plasma electrons, and
energetic plasma electrons measured by planar Langmuir probe. Argon plasma,
pressure 1 x 10−4 Torr-Ar, discharge current 10 mA. Filled symbols are taken with
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Figure 6.2: Temperatures / energies of cold plasma electrons, hot plasma electrons,
and energetic plasma electrons as measured by planar Langmuir probe. Argon plasma,
pressure 1 x 10−4 Torr-Ar, discharge current 10 mA. Filled symbols are taken with
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Figure 6.3: Measured sheath potential profiles over smooth BN wall for varied values
of the primary electron accelerating voltage. Argon plasma, extrapolated method,
pressure 1 x 10−4 Torr-Ar, discharge current 10 mA.
Initially, as filament bias is driven more negative, the sheath potential fall increases
in order to repel enough off-normal isotropic primary electrons to enforce zero net
current to the electrically isolated wall. However, once the filament bias passes a
certain threshold, the SEE from the wall becomes too great to sustain the same level
of potential fall. The SEE yield of BN increases approximately linearly with energy in
this range. The transition between increasing and decreasing potential fall is sharp,
occurring fully within 20 V. The sheath potential fall becomes the order of the electron
temperature of the hot secondary electron population.
6.2 Experiment Ib: Alumina Wall
6.2.1 Experimental Setup
Additional measurements were taken with a 4.5x4.5-inch-square 0.040-inch-thick
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Figure 6.4: Measured sheath profiles over alumina wall at 5 mA discharge current.
Argon plasma, extrapolation method, pressure 1 x 10−4 Torr-Ar.
Figures 6.8 - 6.10 show the bulk plasma potential, electron density, and electron
temperature of the varied plasma populations as measured with the planar Langmuir
probe.
Additional measurements are taken at high discharge filament bias / bombarding
electron energy in effort to drive the secondary electron emission from the wall as high
as possible. These results are shown in Figure 6.11.
6.3 Experiment Ic: Thermionically Emitting Wall
This experiment seeks to investigate the sheath behavior in conditions of strong
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Figure 6.5: Measured sheath profiles over alumina wall at 10 mA discharge current.
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Figure 6.6: Measured sheath profiles over alumina wall at 20 mA discharge current.














Distance from Wall (mm)
-60 V, 40 mA
-70 V, 40 mA
-90 V, 40 mA
-120 V, 40 mA
Figure 6.7: Measured sheath profiles over alumina wall at 40 mA discharge current.
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Figure 6.8: Planar Langmuir probe measurement of primary electron number density
at varied filament bias voltage (discharge voltage) and discharge current. Argon
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Figure 6.9: Planar Langmuir probe measurements of total electron number density at
varied filament bias voltage (discharge voltage) and discharge current. Argon plasma,
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Figure 6.10: Planar Langmuir probe measurements of primary electron energy at
varied filament bias voltage (discharge voltage) and discharge current. Argon plasma,
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Figure 6.11: Measured sheath profiles over alumina wall at high primary electron
accelerating voltages. Argon plasma, extrapolation method, pressure 1 x 10−4 Torr-Ar,
discharge current 20 mA.
6.3.1 Experimental Setup
In this experiment, the wall material sample is a 4.5 x 4.5 inch square of alumina. The
center 1.5x 4.5 inch horizontal swath of the surface is lined with emissive filaments (c.f.
Figure 6.12). The electrical connection is made on the back side (the side not facing
the plasma cell center / filaments) so that the front side can be free of non-emitting
conductive material. The filaments are 0.006-inch diameter 2% thoriated tungsten.
There are seven filaments in the swath. The filaments are held in tension to keep
them within 1 mm of the wall surface along their length while cold. The filaments are
powered in parallel with DC current.
6.3.2 Results
The bias of the plasma cell discharge filament is varied to control the energy of plasma
energetic electron population. The floating potential of the wall filaments is monitored
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Figure 6.12: Photo of filament-driven emitting wall sample installed in plasma cell.
Brightness and contrast increased on sample to show wall filaments.
as the filament bias is varied. The wall filament heating current is also adjusted
and gradually increased over the course of the experiment, to change the amount of
thermionic emission from the wall filaments. Figure 6.13 shows the plasma cell on at
10 mA discharge current with the wall filaments on.
The experiment is carried out over 3 days, with the vacuum chamber retained at
vacuum throughout. The plasma discharge is turned off overnight.
For a given level of heating current of the wall filaments, significant variation
is observed in the wall filament floating voltage response over the course of the
experiment. Figure 6.14 shows the response of the wall filament floating potential to
filament bias / plasma electron energy between days 1-3 with the wall filaments at
low heating current (1 A per filament).
As the heating current of the wall filaments is increased, the floating potential
collapses to near the plasma potential as observed in the other experiments at high
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Figure 6.13: Photo of filament-driven emitting wall sample operating in plasma cell.
Argon plasma, pressure 1 x 10−4 Torr-Ar, discharge current = 10 mA, wall filament













Day 3, 1 A
Figure 6.14: Floating sheath potential of wall filaments (average of high and low
legs) vs. discharge filament bias / plasma electron energy, days 1-3. As experiment
duration progresses, sheath collapse occurs at higher discharge voltage. Vertical lines
are perturbations due to Langmuir probe sweeps 100 mm from wall. Argon plasma,
pressure 1 x 10−4 Torr-Ar, discharge current = 10 mA, wall filament heating current
= 1 A per filament.
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emission. Figures 6.15 and 6.16 show the response of the wall filament floating potential
and plasma potential to filament bias / plasma electron energy, for different levels of


















Figure 6.15: Floating potential of wall filaments (average of high and low legs) and
plasma potential with varied levels of heating current and discharge filament bias /
plasma electron energy. Vertical lines are perturbations due to Langmuir probe sweeps
100 mm from wall. Argon plasma, pressure 1 x 10−4 Torr-Ar, discharge current = 10
mA.
Post-test inspection of the wall material sample confirmed that significant re-
deposition of the wall filament material had occurred on the alumina wall material
sample over the course of the experiment. The curved shape of the deposited layer
also indicated that thermal expansion of the filaments had caused them to sag and
deform along the surface of wall. The deposited layer did not give the surface low
enough resistance to be measurable on a Fluke 83 V multimeter, which is to say that
either some additional layer prevented the multimeter lead from making a connection




















Figure 6.16: Floating sheath potential (with respect to interpolated plasma potential)
of wall filaments (average of high and low legs) with varied levels of heating current
and discharge filament bias / plasma electron energy. Vertical lines are perturbations
due to Langmuir probe sweeps 100 mm from wall. Argon plasma, pressure 1 x 10−4
Torr-Ar, discharge current = 10 mA.
Figure 6.17: Post-test photo of fractured alumina wall material sample. Significant
re-deposition of the wall filament material is visible.
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Wall Filament Oscillations
In order to search for a signature of any periodic phenomena in the sheath such as the
electron emission observed in the GWU PIC simulation, time-resolved measurements of
the floating voltage of the high and low leads of the wall filaments were recorded. The
filament floating voltage was measured on a Teledyne LeCroy HDO6104 oscilloscope
with 100 MHz bandwidth 100:1 attenuation voltage probes. Figure 6.18 shows a power
spectrum obtained from a DFT of a typical collected trace. No spectral windowing is
used in the DFT beyond the normal rectangular windowing.
Figure 6.18: Power spectrum obtained from a discrete Fourier transform (DFT) of
a typical collected trace of the wall filament floating voltage. Argon plasma, pressure
1 x 10−4 Torr-Ar, discharge current = 10 mA.
The 60 Hz ripple from the wall power supply dominates the power spectrum at
low frequencies and there is substantial power in the high-frequency components >
100 kHz. The low-KHz range of the signal is comparatively quiet, however there is a
small peak located at 13.3 kHz.
Figure 6.19 shows an average of the power spectra obtained from eight DFT’s
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collected at varying plasma cell discharge voltages. Some of the noise is reduced and
the peak at 13.3 kHz is more prominent. A zoomed in view of the 13.3 kHz peak is
shown in Figure 6.20. Though small in magnitude, this peak could be due to the small
voltage fluctuations caused by a periodic electron emission mechanism such as the one
in the GWU simulation. In the simulation, the emission plasmoids are periodic at
about 25 kHz, so they are in roughly the same frequency range as the experimentally
observed signature.
Figure 6.19: Averaged power spectrum obtained from eight DFT’s of the wall
filament floating voltage. Argon plasma, pressure 1 x 10−4 Torr-Ar, discharge current
= 10 mA.
6.4 Discussion
These results have resolved the transition of the sheath potential profile to the
collapsed high-emission regime. In Figure 6.11, it is shown that the increasing the
primary electron energy continues to decrease the sheath potential until it is within
the measurement error. This goes beyond the “space-charge-limit” of the Hobbs and
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Figure 6.20: Zoomed in view of the averaged power spectrum to show the peak at
13.3 kHz. Argon plasma, pressure 1 x 10−4 Torr-Ar, discharge current = 10 mA.
Wesson theory, which if directly applied does not predict sheath potentials decreased
below ≈ 1T e. Due to the energetic electron population, this may not be altogether
surprising – the Hobbs and Wesson model is derived assuming a Maxwellian plasma
with a single electron temperature, and no energetic electron population. However,
this result does underscore that the moniker of “space-charge-limited” sheath that has
been applied to the Hobbs and Wesson results should not be taken as an unbreakable
physical limit applicable to all emitting-wall sheaths in all plasmas.
The sheath results do not resolve the presence of any virtual cathode-type potential
dip structures near the wall boundary. This could be due to limited measurement
resolution in the near wall region, or it could be the case that in these plasma conditions
a virtual cathode does indeed not form. It looks like there may be the start of a
virtual cathode in the high energy condition with the BN wall, however it is within
the experimental error in determining the potential.
A piece of information that cannot be directly determined from the observations is
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the energy distribution of the emitted electrons. Secondary electrons are generally
assumed to be low temperature – in Hall effect thrusters, the secondary electrons
can cause a cooling effect on the global electron temperature of the thruster as
they thermalize with the bulk plasma electrons. Detailed models for the energy
distribution of secondary electrons [35, 97] often include a contribution of elastically
reflected electrons returning to the plasma with no energy loss – it is possible that
this population plays a significant role.
Observed Deposition
The observed deposition of tungsten from the wall filaments on the bulk substrate is
very probably the reason for the great variation in observed sheath collapse voltage
over the duration of the experiment in Figure 6.14 – Tungsten has a much lower
SEE yield than alumina, which would have the observed effect of postponing the
sheath collapse to higher energy. This finding, while it was not the original goal of
the experiment, illustrates the surface sensitivity of the sheath collapse with SEE
and is interesting for electric propulsion ground testing applications. Ground test
of thrusters typically results in considerable deposition of sputtered material in the
thruster discharge channel. The sputtered material originates from the facility surfaces
impacted by the energetic ion plume of the thruster, usually a set of graphite baffles
termed a “beam dump”. This deposition is not observed in regions where the thruster
ions are actively eroding the wall during operation – the local sputtering rate of the
thruster ion plume exceeds the redeposition rate, and the new ceramic is continually
exposed keeping the surface “clean”. Redeposition from sputtering of the vacuum
facility would not occur in a flight thruster on orbit if the plume is unobstructed,
which could impact the SEE yield of the channel wall and the overall operation and
performance of the thruster.
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Electron Emission
Figure 6.16 shows that as the filament heating current is increased, the floating potential
of the wall filaments is driven more positive, in line with theoretical expectation. The
floating potential is always seen to increase with conditions that would cause increased
electron emission, whether through increasing the filament heating current to increase
thermionic emission from the filaments, or by increasing the electron energy of the
plasma cell population to increase secondary electron emission from the alumina.
The sheath “collapse” with increasing emission still occurs at low filament heating
currents, similar to previous experiments and modeling (Chapters 4 and 5). At high
heating currents, the sheath is always “collapsed” for all values of the plasma electron
energy, and the result of increasing primary electron energy is a monotonic increase in
floating potential.
Having the wall filaments emitting along the surface of the wall provides an
interesting window into the behavior of the emissive sheath. As shown in Figure 6.16,
fluctuations in the wall filament floating potential are visible when a Langmuir probe
is being swept in the plasma. The Langmuir probe was located 100 mm from the
wall when the sweeps causing the perturbations were taken. The perturbations are
strongest in the 1 A case at plasma conditions where the sheath is almost collapsed,
or in the gradual transition region towards collapse.
These results of floating potential of the heated wall filaments are similar to the
results observed with alumina for large beam energies (c.f. Figure 6.11,) in which the
sheath potential collapses to almost zero within the measurement resolution. These
results, driven by thermionic emission rather than solely secondary emission, confirm
that the sheath is not fully collapsed when it has decreased to a potential of order of 1
T e. These results combined with the near-flat sheath potential profile measured at
high electron emission (c.f. Figure 6.11) indicates that in cases of strong emission, the
sheath may assume a shape more similar to the monotonic “inverse sheath”, rather
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than a non-monotonic profile with an inverse sheath near the wall, a potential well,
and an electron-repelling region outside of that.
Oscillations
The observed oscillations peak at 13 kHz is similar to oscillations in the Beam Electron
Emission regime of the sheath seen in the GWU PIC simulation. Figure 6.21 shows a
time series of the floating wall potential and snapshots of the sheath profile at certain
times.
Figure 6.21: From GWU PIC simulation, Ref. [82], Figure 2, time series of the
floating wall potential and snapshots of the sheath profile at certain times.
The frequency of oscillations in the GWU simulation is about 25 kHz, which is
within a factor of two of the observed oscillation.
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In light of the many interesting features of this dataset, it is desirable to compare
the data with theoretical models of the problem and plasma simulations to understand
and generalize the results. Chapter 6.4.1 gives comparison with simulation by our
collaborators at GWU, and Chapter 7 compares the data to kinetic emitting-wall
sheath models from literature.
6.4.1 Comparison with GWU Simulation
In order to be able to generalize and broadly apply the results of the plasma cell
experiments, particularly the results regarding secondary electron emission obtained
in the previous chapter, the experimental data was fed to our collaborators at GWU.
GWU performed a detailed kinetic simulation of the experimental conditions using the
PIC method with Monte Carlo collisions (MCC). The simulation reproduced many
features of the experiment. Their simulation setup and results are briefly summarized
below – for more details, the reader may refer to their publication on the subject [82].
Setup
The PIC-MCC model used by GWU tracks particles for both the electrons and ions.
The model is two-dimensional with cylindrical symmetry and the electron and ion
energy distribution functions (EEDF’s and IEDF’s) are three-dimensional in terms
of velocity and two-dimensional in space (known as 2D3V). The energy distribution























where ~ue, ~ui, me and mi are the electron and ion velocities and masses respectively;
Qe and Qi are the collisional integrals for electrons and ions with background atoms
at specified pressure. The floating potential of the wall material sample is found from
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the zero net current condition of charged particle flux to the wall. In the simulation,
the discharge chamber is smaller than in the experiment (r = 20 cm and h = 50 cm
in the simulation, vs. r = 29 cm and h = 91 cm in the experiment) and the magnetic
multipole boundary is not modeled. Data from literature is used for the alumina
SEE yield [95] and the energy distribution of the emitted electron is specified as a
half-Maxwellian distribution with a temperature 0.1-0.5 eV.
Results
The GWU model results, the SEE yield relation used for alumina adapted from [95],
and comparison of sheath profiles to experimental data are shown in Figures 6.22a),
6.22b), and 6.23 respectively. The model achieves excellent agreement in several ways
– the sheath potentials and thicknesses are in the same range as the experiment. The
observed phenomenon of the sheath collapse is also captured.
Figure 6.22: From Ref. [82], Figure 2, GWU simulation domain, electron density
results, and alumina SEE yield data used. Data shown for ID = 30 mA, VD = -70 V.
Despite the broad agreement between experiment and simulation, there are some
remaining fine discrepancies. In the experiment, the sheath potential and thickness
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Figure 6.23: From Ref. [82], Figure 4, comparison of GWU simulation and GT
experimental data. Measured (a) and calculated (b) potential distributions for VD =
-60, -70, -90 and -120 V at ID = 10 mA.
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increases when increasing the electron energy from 60 V to 70 V. In the simulation
results, the reverse trend is true, and the sheath potential falls. This disagreement
is more pronounced in the simulations at 40 mA discharge current, in which the
experiments finds increasing sheath potentials up to 90 V and the simulation always
shows decreasing. In addition, the simulation shows the presence of a virtual cathode
potential structure at all conditions with significant SEE, which is not resolved in the
experiment.
Discussion
In the classic simulation vs. experiment dichotomy, the simulation has perfect di-
agnostics of an imperfect physics, and the experiment has imperfect diagnostics of
perfect physics. The GWU team is able to take advantage of the former to provide
some interesting insights into the emitting-wall sheath problem as modeled.
Firstly, they observe an intermediate sheath regime to the two sheath regimes
observed in experiment (non-collapsed, collapsed.) They term the intermediate regime
the “beam-electron emission” or BEE regime, and in it they observe significant electron
emission and a virtual cathode potential structure, but still at relatively high sheath
potentials compare to the non-collapsed Child-Langmuir / Debye sheath regime. The
emitted electrons are initially low temperature, but are then accelerated out of the
sheath, thus forming the beam-like emission. This in an interesting result that is
somewhat in conflict with the classical Hobbs and Wesson model. In the Hobbs and
Wesson model, the electric field at the wall does not vanish and allow for the formation
of a virtual cathode until the emission yield has nearly reached unity and the sheath
potential has collapsed to ≈ 1 T e. In addition, they observe an oscillatory behavior
of the electron emission, where the electron population near the wall builds up to a
critical density where it is able to effect the potential structure, and then is emitted
in a packet or burst emission to the plasma. Given the promising agreement of the
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simulation with experiment so far, it is good reason for future experimental work to
look for some of these features, and to theoretically consider why it is that the H&W




The results of the experiments with secondary electron emission showed the influence
of the energetic primary electron population at low plasma density conditions in the
plasma cell. In particular, these energetic populations showed the strong ability to
influence the wall floating potential despite the relatively low number density in respect
to the ionization electrons.
In an attempt to more quantitatively understand the effect the energetic population
was having on the plasma, we performed a literature search and a comparison to
an applicable theoretical model of the emitting wall sheath problem. Fluid theories
such as the classical Hobbs and Wesson model contain no mechanism for introducing
energetic populations with non-Maxwellian energy distributions, so we selected a
kinetic model.
7.1 Formulation
The emitting sheath problem has been analyzed using kinetic theory by Schwager
[81], Sheehan [87], and quite recently Rizopoulou [80]. For comparison with our
experimental work, Sheehan’s model is convenient because it does not include the
artificial “source sheath” that the other models employ to enable comparison with PIC
simulations. We do not use Sheehan’s model directly because it does not include a
distribution function for the isotropic primary electrons that we find experimentally.
These are electrons accelerated into the plasma device to a set energy, and confined
through multiple bounces off of magnetic cusps such that their directionality is lost
and their velocity distribution function (VDF) forms a spherical shell. We give the
model formulation in this section, largely due to Sheehan and incorporating wall
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material-SEE yield relations and a different form of electron energy distribution to
include the isotropically distributed electrons observed in this plasma device.
It is assumed that the sheath is 1D, collisionless, free of ionization and recombi-
nation, free of magnetic fields, and composed solely of electrons and singly charged
ions with mass ratio µ = mi/me. We consider the plasma electrons as a Maxwellian
population at temperature T ep and an isotropic monoenergetic population at energy
Eei. The emitted secondary electrons are considered to be half-Maxwellian at T ee.
Due to the low electron density/plasma frequency in the sheath (minimum wavelength
for streaming instability [50] greater than sheath thickness), we neglect the effect of
instabilities between the distribution functions and couple them solely through the
jointly determined electric field. The plasma ions enter the sheath with a number
density n0 and a directed energy E0 or ε = E0/T ep towards the wall. The wall floats
to the potential that balances positive and negative charge fluxes, φw = φf. The
wall emission is set by the secondary electron yield γ, the average number of emitted
electrons per incident electron. This sheath has no sources and no sinks of particles
except at the boundaries, so the system is an electrostatic Vlasov-Poisson system
and the distribution functions do not change along the trajectories in phase space.
Acceleration is due to the electric field only so the trajectory in (φ, u) space is known
if the velocity at the boundary is known. Therefore, if the distribution function is
known at the boundaries, the sheath can be fully solved. The electron distribution
functions are given in Eqs. 7.1 - 7.3 and illustrated in Figure 7.1.
f ep(u,Φ) =

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Figure 7.1: Velocity distribution functions used in model for plasma electrons f ep,
emitted electrons f ee, and isotropic energetic electrons f ee, shown at Φ = 0 (sheath
edge).
Equation 7.1 is the Maxwellian plasma electrons, repelled from the wall by the
sheath potential. Equation 7.2 is a half-Maxwellian distribution of the emitted electrons
from the wall, accelerated away from the wall by the sheath potential. Equation 7.3
is the isotropic primary electrons, which form a uniform distribution in 1D as can
be shown by integrating the spherical shell VDF over the non-normal dimensions.
Electrons with sufficient velocity to reach the wall are depleted from the tails of
the distribution functions, so the equations are piecewise in velocity according to











(Φei − Φ) (7.5)
In Figure 7.1 and Eqs. 7.2 and 7.4, Φw = Ew/T ep, where Ew is the energy required
to reach the wall. The emitted electron distribution f ee is specified by the temperature
ratio Θ = T ep/T ee. The isotropic electron distribution f ei is specified by the energy
Φei = Eei/T ep and fraction α = nei0/(nei0 + nei0). In this formulation, there are
four unknown quantities: ε0, Φw, and the normalization constants of the plasma
and emitted electron distributions, which are the respective number densities. The
number densities of the isotropic and Maxwellian plasma electrons are connected
by the specification of α. We normalize the number densities of the plasma and
emitted electron populations (nep0 and nee0) at the boundary with respect to the ion
number density n0 as N ep0 = nep0/n0 and N ee0 = nee0/n0. To solve for the unknowns,
we enforce the following constraints: quasineutrality at the sheath edge (7.6), the
floating condition for balanced charge flux to the wall (7.7), the secondary emission
yield relation between electron fluxes to and from the wall (7.8), and the marginal
generalized Bohm criterion (7.9).






































































































In each of equations 7.6 - 7.9, the four terms on the right hand side represent
the contributions of the plasma ions, plasma Maxwellian electrons, emitted electrons,
and plasma isotropic electrons, respectively. The equations are nonlinear but smooth,
and thus can be solved numerically. Once the unknowns ε, Φw, N ep0, and N ee0 are
obtained, the sheath potential profile can be computed by integrating the electrostatic
Poisson equation.
7.2 Results
Figure 7.2 below shows a result of this analysis, which is that the isotropic monoen-
ergetic electron population can dictate the wall floating potential if it has sufficient
energy and number density. As γ increases, the electric field at the wall decreases
until it reaches zero at a critical γ = γc (close to unity).
Figure 7.2 shows the effect of the isotropic monoenergetic electron population on
the wall floating potential. For a non-zero α, as Φei increases, Φw must increase to
repel the energetic electrons and maintain balanced charge fluxes to the wall. At
high Φei, the effect is similar to that of a directed beam of electrons as nearly all
of the electrons have sufficient energy to impact the wall. The beam cannot push
the floating potential higher than its energy at Φei = 50. The fraction of energetic
electrons α effects the change in floating potential with γ: at low α, the floating
potential decreases gradually as gamma increases, and at high α, the decrease occurs
sharply. If γ is known as a function of incident energy, it can be determined for a
given plasma condition. Figure 7.3 shows the solutions for Φw using data from the
literature for γ of a BN wall [98], [25].
Figure 7.5 compares the experimentally measured sheaths to the computed sheaths
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Figure 7.2: Model floating wall potential Φw with varied SEE yield γ and isotropic


















Figure 7.3: Model floating wall potential Φw with varied energetic isotropic electron
energy Φei and fraction α.
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from the kinetic model using measured plasma parameters from the Langmuir probe.
The fraction of energetic electrons α is calculated using the Langmuir probe data of
Figure 6.1, and depends on Φei. As the energy of the energetic isotropic electrons Φei








0 50 100 150 200
α
Eei (eV)
Figure 7.4: Determinations of experimental fraction of energetic electrons α from
Langmuir probe data of Figure 6.1.
For comparing experimentally measured sheath profile to the model, the Debye
length is calculated using a general form for multi-species plasma [[17], c.f. Appendix













In equation (7.10), λd,cp and λd,hp are the Debye lengths calculated from the cold and
hot plasma electron populations, respectively. We found that including the scarce
energetic populations in the summation in equation (7.10) made a negligible difference.
Agreement is good overall for the cases shown but failed for the 110 V and 130 V cases;
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Figure 7.5: Model potential profiles compared to experimental results with BN data
of Figure 9.5, where unique solutions were found from the model.
Table 7.1: Experimental measurements input to model, normalization parameters,
and output for conditions shown in Figure 7.5.
Case -50 V -70 V -90 V -150 V -170 V -200 V
T ep (eV) 3.485 3.510 3.506 5.803 5.289 5.481
λD (mm) 3.511 4.050 4.538 5.945 6.414 7.118
µ 72820 72820 72820 72820 72820 72820
α 0.1602 0.1092 0.0772 0.0284 0.0204 0.0124
Φei 7.599 12.97 18.43 20.99 26.63 30.91
Φw 7.173 11.62 15.40 1.654 1.588 1.276
Φw model 7.130 12.05 16.84 1.502 1.403 1.484
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7.3 Discussion
The solutions become multi-valued in some regions for α > 0.035, exhibiting a S-curve
hysteresis. This is similar to some hysteresis curves shown for targets in fusion plasmas
where the transition is caused by heat flux driving thermionic emission [[92], [102]].
Here, it arises with a cold wall due to the high yield of the relatively scarce energetic
isotropic electrons. The physical outcome is that there are multiple potentials the
wall could assume and satisfy all of the constraints in the model (quasineutrality at
sheath edge, charge flux conservation, SEE yield relation, and Bohm criterion). In
practice, we expect that the solution branch that manifests physically will depend
on the history of the plasma conditions in reaching that condition, for example, if
Φi is started at a low value and steadily increased at α > 0.035, the wall potential
to follow the high potential branch until it enters the one-solution region at high Φi,
manifesting in a step change in the wall potential.
The origin of this collapse / hysteresis behavior in this system is the interdependency
of the sheath potential and SEE yield. There is a substantial difference between the
collapsed and non-collapsed sheaths. In the non-collapsed sheath, the floating condition
is largely enforced by equal flux of plasma ions and plasma electrons to the wall –
any secondary electrons emitted from the wall are accelerated away from the wall
into the plasma without strongly modifying the local space charge. In the transition
to the collapsed sheath, enough SEE is being emitted that it begins to neutralize
the sheath region and decrease the potential barrier. With the potential barrier
weakened, electrons from the plasma are less slowed during their transit of the sheath
and impact the wall with more energy, further increasing SEE. With a significant
energetic electron population, this can cause the “collapse” behavior observed, in
which the sheath potential magnitude rapidly falls until the collapsed equilibrium is
reached. In the collapsed solution, the sheath potential magnitude has fallen enough
that a significant fraction of the cold plasma electrons can stream to the wall. The
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floating condition is enforced less by ion flux and increasingly by plasma electrons
and opposing secondary electrons. Although a detailed exploration of the modeling
was not done in the scope of work of this research, it seems that an energetic plasma
electron population and a wall with positive-slope SEE yield curve will be necessary
for hysteresis to occur in the system.
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CHAPTER VIII
INFLUENCE OF WALL TEMPERATURE
Heat flux from dense plasmas can elevate nearby walls to high temperatures. Tempera-
tures of 600-800 K are not uncommon, and temperatures as high as 1000 K have been
measured in HET discharge channels [67, 68]. Having seen theoretically that energy
distribution of emitted electrons is important to the sheath structure, the question of
the influence of the wall temperature is important for thruster development.
8.1 Experimental Setup
A radiative sample heater is designed and built to heat wall material samples to
thruster temperatures for testing in the plasma cell. A photo of the sample heater
with a dummy graphite wall material sample is shown in Figure 8.1. The sample
heater is a cube enclosing heating elements formed from 0.042-inch diameter tantalum
wire and alumina tube supports. Because the heater wire is not directly adjacent
to the wall material sample, the induced magnetic fields from the heater coil at the
sample surface is of the order of Earth background field (0.5 G) and there is no worry
of it influencing the sheath over the sample.
8.2 Results
First experiments with the sample heater were performed on the smooth and rough
BN wall material samples. The results showed no change in the shape of the potential
profiles, but they did show a change in the “transition voltage” of the energetic
electrons at which the change from high, increasing sheath potential to low decreasing
sheath potential took place, shown in Figure 8.2. In the first series of experiments, no
procedure was performed before the experiments to clean the wall material sample
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Figure 8.1: Photo of the sample heater with a dummy graphite wall material sample.
Figure 8.2: Primary electron energy required for sheath collapse vs. wall temperature,
initial results. Argon plasma, pressure 1 x 10−4 Torr-Ar, discharge current = 10 mA.
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surface from contaminants. In addition, data was collected without record of the
history of plasma conditions, i.e., whether the filament bias voltage / bombarding
electron energy was being increased or decreased when the measurement was taken.
Given the multiple solutions of floating potential predicted by theory in the transition
region (c.f. Figure 7.3), this may have effected the accuracy of the results. The
Figure 8.3: Plasma cell in operation with sample heater on. Argon plasma, pressure
1 x 10−4 Torr-Ar, discharge current = 10 mA.
experiments were repeated with a surface cleaning procedure and an automated data
acquisition system to record the history of heater and plasma conditions. In these
experiments, on advice from the materials group at UA, the plasma-facing surfaces
of the wall material samples were cleaned by an acetone rinse, deionized water rinse,
and sprayed dry with nitrogen. To monitor the floating potential of the wall, the
emissive probe located 1 mm from the wall material sample at low heat, acting as
a floating witness electrode for the wall potential. This close to the wall and below
the plasma Debye length, the probe sheath is blended in with the sheath of the wall
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material and the floating potential of the probe should be effectively the same as the
wall floating potential. Experiments with a conductive LaB6 wall material sample















Figure 8.4: Witness emissive probe floating potential vs. LaB6 floating potential.
more controlled experiments revealed significant outgassing from the wall material on
initial heat-up. Figure 8.5 shows an observation of the rise in chamber backpressure
caused by outgassing of the wall material samples and sample heater assembly during
an initial heat-up. At peak, the observed pressures (uncorrected for gas type) represent
approximately a 5 sccm gas load, indicating a significant removal of adsorbed gases
from the heater assembly and samples. Initial experiments were performed on a steel
sample which had been vacuum-sprayed with a LaB6 coating. Figures 8.8 and 8.9 show
a nominal scan of the wall floating potential taken with the witness emissive probe,
as the discharge filament bias voltage / energy of the isotropic electron population is
scanned from 50 to 200 V, first increasing from 50 to 200, then decreasing from 200





























Figure 8.5: Rise in chamber backpressure (uncorrected for gas type) observed while




















Figure 8.6: Filament bias voltage vs. floating sheath potential of LaB6-coated steel






















Figure 8.7: Filament bias voltage required for sheath collapse vs. wall temperature.
Argon plasma, pressure 1 x 10−4 Torr-Ar, discharge current 10 mA. Wall temperature
strictly increasing. In increased heating conditions, hysteresis disappears, believed
due to the formation of a plasma within the sample heater box.
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(an average of 0.94 V/s for the data shown in Figure 8.9), and the floating potential is
sampled using a multiplexed ADC channel at 0.5 Hz. The ADC channel impedance is





























Figure 8.8: Filament bias voltage and floating sheath potential vs. time. Argon
plasma, pressure 1 x 10−4 Torr-Ar, BN wall temperature 284 ◦C.
Figure 8.9 taken over a time period of 4 hours, during which the wall temperature
was cooled from an initially heated state at ≈ 500 ◦C to near ambient temperature at
40 ◦C. The discharge filament bias voltage at which the sheath transition occurs is
determined as the data point where the central-difference derivative is the greatest,
for both increasing and decreasing filament bias voltages.
8.3 Discussion
An interesting observation from the data of Figures 8.8 - 8.10 is that in all conditions
the sheath collapsed at a higher filament voltage when the filament voltage was being





















Figure 8.9: Filament bias voltage vs. floating sheath potential (V) of BN sample
as measured with witness emissive probe. Argon plasma, pressure 1 x 10−4 Torr-Ar,



















Figure 8.10: Filament bias voltage required for sheath collapse over BN sample vs.
wall temperature. Argon plasma, pressure 1 x 10−4 Torr-Ar, discharge current 10 mA,
wall temperature strictly decreasing. No significant dependence on wall temperature
is observed.
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the S-curve behavior predicted in the emitting-wall sheath models in Chapter 7 (c.f.
Figure 7.3) for conditions with prevalent energetic electrons.
This hysteresis occurred at all wall temperatures with the BN wall, but disappeared
at elevated temperatures with the LaB6. It is believed that the disappearance of
hysteresis is driven by the formation or leak of plasma into the interior of the sample
heater box. In support of this hypothesis, it is first observed that the LaB6-coated
sample begins to have always the same potential as the metal sample heater box,
despite being separated by ceramic standoffs. Beyond these insulators, the back of
the metal substrate of the LaB6-coated sample was not insulated from the interior
of the heater box, so plasma contacting it would affect the floating potential. The
heater box contained hot tantalum filaments which could have assisted in forming a
plasma. If a plasma did form in the heater box, it would likely change the total energy
distribution encountered by the LaB6 sample from that assumed in the sheath model
and thus could lead to the disappearance of the hysteresis phenomenon. It could also
be that connecting to the sample frame changed the overall wall SEE yield relation,
which also effects the conditions for hysteresis in the model. A plasma inside the box
would not effect the BN sample, which insulates itself from the interior of the heater
box by virtue of being a non-conductive material.
Aside from the observed effects of outgassing with surface temperature, we do not
find any strong effects on the sheath and plasma-wall interaction that are intrinsically
dependent on wall temperature in the temperature regime studied 0-500 ◦C. This
gives increased confidence that at subthermionic temperatures such as are sustainable
in thrusters, the resulting effect on the sheath and the plasma-wall interaction will
not be significant.
Due to the large sheath thickness, the current testing was performed at a relatively
low sheath electric field. A strong sheath electric field resulting from a high-density
plasma and thin sheath may be able to elicit field emission from BN. Attempts in
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literature to achieve this effect has been shown to require very strong electric fields
in the neighborhood of 106 - 107 V/m even when the crystal structure of the BN is
optimized to promote emission (cubic phase rather than hexagonal phase) [29]. Such
strong fields would not be achieved in the sheath until plasma densities of order 1020
m-3 are attained. This may be an area to investigate in the future, if thruster plasma
densities are able to be increased to such levels. If field emission does begin to occur,
it is expected to have little dependence on temperature up to 1500 K [36].
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CHAPTER IX
INFLUENCE OF SURFACE ROUGHNESS AND
FEATURES
In high-density plasmas, the sheath thickness length scale will be very small due to
the increased plasma density, so even relatively “smooth” walls with only microscale
surface features could appear rough and featured to the plasma. These experiments
were conducted to investigate the effect of surface features on the sheath when the
feature sizes are much less than or on the order of the Debye length. Since the
Debye lengths are relatively large (millimeters) in the plasma cell, wall samples with
micrometer-scale roughness and millimeter-scale grooves were used.
9.1 Experimental Setup
Sheaths were measured over the rough and smooth BN samples described in Chapter 6.
A height map from a scan is shown in Figure 9.1.
The average roughness (computed as the arithmetic mean of the absolute deviations
in height from the mean height) is 10.4 µm, averaged across 5 scans at 20x magnification.
The standard deviation of the average roughness between the five scans is 2.68 µm.
The macroscopically grooved wall material samples for this series of experiments
were prepared by our collaborators at UA. They are 3-inch diameter, 1/4-inch thick
discs of material with 5-mm wide grooves milled across the plasma-facing surface.
Two grooved BN samples were investigated, one with 1-mm groove depth and one
with 5-mm groove depth. They are held in the sample heater/holder from the wall
temperature experiments (Chapter 8), with the heater not operated in this experiment.
The sample holder setup and probe alignment on a plateau of the sample is shown in
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Figure 9.1: Sample height map in micrometers of roughened BN sample measured
using LEXT OLS4000.
Figure 9.2.
Figure 9.2: Photo of 5mm-depth grooved BN sample installed in plasma cell and
alignment of emissive probe tip above surface plateau.
The plasma discharge current was varied between several levels, in order to vary
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the plasma density, Debye length, and ultimately the sheath thickness with respect
to the fixed groove size. The plasma becomes visible as a faint pink glow at 500 mA
discharge current, as shown in Figure 9.3.
Figure 9.3: Photo of plasma cell testing at 500 mA discharge current with grooved
and non-grooved BN samples. Argon plasma, pressure = 1 x 10−4 Torr-Ar.
9.2 Results
The sheath measured over the rough and smooth BN samples are shown in Fig-
ures 9.4 and 9.5.
The sheaths over the rough and the smooth BN samples are similar within the
measurement precision, except that the sheath over the smooth sample transitions
to the collapsed equilibrium at a lower filament bias than the sheath over the rough
sample. This is believed due to the rough wall’s geometrical obstruction and retention
of secondary electrons that could otherwise escape, keeping it at a lower yield than
the smooth wall for a given plasma condition.
The sheath measurements for these experiments were performed in 2D as well as
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Figure 9.4: Measured sheath potential profiles over smooth BN wall for varied values
of the primary electron accelerating voltage. Argon plasma, extrapolated method,
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Figure 9.5: Measured sheath potential profiles over rough BN wall for varied values
of the primary electron accelerating voltage. Argon plasma, extrapolated method,
pressure = 1 x 10−4 Torr-Ar, discharge current 10 mA.
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the grooved surface features. Due to the substantial increase in the volume of data
required to collect, abbreviated measurements were run on the sample with 1-mm
deep grooves. It was observed that it was hard to distinguish any results from a flat
sample, so 2D measurements on the 1-mm depth sample were halted and effort was
focused on the 5-mm deep sample. The results are shown in Figure 9.6 - 9.10.





















































Figure 9.6: Potential measurements in 5x13 mm area near 5-mm-grooved BN wall.
Argon plasma, mean method, pressure = 1 x 10−4 Torr-Ar, discharge current 100 mA,
sheath thickness 12 mm.
The discharge voltage is also varied with the probe positioned 10 mm from the
wall to map out the floating voltage of the wall material samples as a function of the
primary electron energy, as shown in Figure 9.11.
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Figure 9.7: Potential measurements in 5x13 mm area near 5-mm-grooved BN wall.
Argon plasma, mean method, pressure = 1 x 10−4 Torr-Ar, discharge current 10 mA,
sheath thickness 35 mm.
9.3 Discussion
During these experiments, the wall material sample was not changed so the physical
dimensions of the grooves remained the same. The plasma discharge current was
varied between several levels, in order to vary the plasma density, Debye length, and
ultimately the sheath thickness. Sheath thicknesses can be seen for the different
operating conditions in Figure 9.9.
An intuitive nondimensionalization of the groove dimensions is groove depth over
Debye length. If this non-dimensional parameter is combined with the groove aspect
ratio and a dimensionless groove spacing, the three dimensionless parameters provide
full coverage of the possible parameter space of grooved wall surfaces.
For the 10 mA condition, it can be seen from Figure 9.9 the sheath thickness is
about 35 mm, so it is greater than the feature size of 5 mm, so the plasma and sheath
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Figure 9.8: Potential measurements in 5x13 mm area near 5-mm-grooved BN wall.
Argon plasma, mean method, pressure = 1 x 10−4 Torr-Ar, discharge current 500 mA,
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Figure 9.9: One-dimensional sheath potential profiles with 5-mm deep grooved BN
sample. Argon plasma, mean method, pressure = 1 x 10−4 Torr-Ar, discharge voltage



















Figure 9.10: Sheath thicknesses of data of Figure 9.9 vs. measured Debye length.
Results are close to 4 Debye lengths, which is greater than ≈ 2.7 predicted in theory,
possibly due to effects of energetic electrons and/or Langmuir probe uncertainty.





















Figure 9.11: Potential 10 mm from wall vs discharge voltage / primary electron
energy for smooth, rough, and 1- and 5-mm-deep grooved BN wall material samples.
Argon plasma, pressure = 1 x 10−4 Torr-Ar, discharge current 10 mA. Debye length
varies from 4-8 mm. Roughened and grooved sample topologies postpone sheath
collapse to increased energies.
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cannot “see” the surface features. The sheath remains largely undisturbed and planar.
In this experiment, it was not possible to fit the probe inside the grooves themselves
and take data within the grooves, so the sheath behavior therein remains unknown.
At the 100 mA condition, the sheath thickness is about 12 mm, so it closer to the
5 mm length scale of the grooves. The plasma forms an observable curved potential
structure near to the wall.
At the 500 mA condition, the sheath thickness is about 8 mm, still closer to the 5
mm length scale of the grooves. The plasma seems to still form a curved potential
structure at the groove exit, but due to the increased plasma density the structure is
almost below the spatial resolution of the probe.
Figure 9.10 shows the measured sheath thicknesses compared to the measured
Debye lengths. The theoretically predicted linear scaling is observed, although the
coefficient is higher than the ≈ 2.7 Debye lengths predicted in theory, closer to 4 Debye
lengths. This could arise from multiple sources, including uncertainty in determining
the sheath edge, uncertainty in determining the plasma parameters and calculating
the Debye length, and presence of energetic electrons in the plasma increasing the
sheath potential and thickness.
The sheath collapse with increasing discharge voltage / primary electron energy
is again observed for all samples, as seen in the results of the investigation of only
the smooth BN sample (Chap. 6). The sheath collapse is postponed to yet further
energies over the shallow (1 mm depth) and deep (5 mm depth) grooved samples, with
the greatest resistance to collapse displayed by the deeply grooved sample.
9.3.1 Electron Trapping
The results shown in Figure 9.11 indicate that some amount of decrease in the effective
electron emission from the wall is achieved by grooves at comparable scales o the
plasma Debye length. A pertinent question is, how much decrease in effective SEE
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yield is achieved, and how much would be achieved by other grooves of differing
geometries. A baseline for comparison can be obtained by considering the optical
obstruction represented by the groove.
To form a baseline “optical” model of SEE trapping, we will assume the following:
• Uniformly spaced grooves of infinite length
• Particles travel in straight lines (neglect effects of in-groove electric field)
• Particles from the plasma enter the groove diffusely
• Secondary electrons are emitted diffusely from the walls and floor of the groove
• Electron emission is solely a function of particle flux from the plasma, i.e.
γ = constant
• Emitted electrons whose trajectories terminate on other surfaces within the
groove are “trapped” and do not cause additional emissions
This approach contains only geometric information of the grooves, and can be facilitated
using standard view factor expressions. We will use the nomenclature of the groove
geometry as shown in Figure 9.12. The groove geometry contains three parameters
s
hw
Figure 9.12: Nomenclature for description of grooved walls.
sharing one physical dimension (length), so two non-dimensional parameters are needed
to cover the parameter space. We will use the aspect ratio of the groove and the ratio
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The needed view factor relations are those of an infinite strip adjoining another strip at
a 90 degree angle, and two strips separated by a given width. These are respectively:
F12 =
√







Additional relations accounting for finite length of the surfaces are also available but
are longer and not used in this baseline model. When the groove aspect ratio changes,
it is necessary to keep track of which source is the origin and which is the target in
equation (9.3) – conveniently the same form of the equation can be used, but the
aspect ratio is inverted. We denote the surfaces in the groove problem as follows: the
entrance plane into the groove is “E” for entrance/exit plane to the groove (where
the wall surface would be in a non-grooved wall) “S” for the side walls, and “B” for
the bottom of the groove. The overall reduction in gamma from the presence of the
groove can be constructed from the view factors of the floor and the two side surfaces
towards the entrance/exit plane.
γgroove
γ0
= F2EB + 2FESFSE (9.5)
The first term in 9.5 is the SEE from the bottom of the groove, and the second term
is the contribution from the two sides. The term γ0 denotes the emission yield that
would be presented from a non-grooved wall, which has been assumed constant. The
emission out of the groove is entirely a function of aspect ratio in this formulation.
This factor describes only the reduction in emission from the areas of the wall that
are grooved – the effective yield of the wall as a whole will be higher due to the
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non-grooved regions emitting at the nominal yield. To determine the effective SEE








+ (1− SR) (9.6)
Figure 9.13 shows the range of reductions in SEE yield that can be expected based on
equation (9.6). It is seen that at high aspect ratio (deep grooves), very few straight-line
paths are available for the electrons to escape the groove and the predicted yield



















Figure 9.13: Optical model of reduction in SEE yield with grooved walls.
Comparison with Experimental Data
In order to compare the model to the experimental data from 9.11 to the optical
trapping model, it is needed to know the effective emission yield that is occurring in
the experiments for the known groove geometries. This yield can be estimated using
the model of Chapter 7 by applying an arbitrary reduction factor to the wall SEE
yield and testing to see which values predict the observed sheath collapse best. The
groove geometries are summarized in Table ??.
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Table 9.1: Groove dimensions using nomenclature of Figure 9.12 and equations 9.1
and 9.2, and comparison to plasma Debye length and sheath thickness.
Case Deep-groove BN Shallow-groove BN
h (mm) 5.0 1.0
w (mm) 5.0 5.0






λD (mm) 8.18 8.18
xw (mm) 35 35
Figure 9.14 shows the experimental data from 9.11 compared to model with a
constant energetic electron fraction α = 0.025 and BN SEE yield data suppressed by an
arbitrary reduction factor. For the macroscopic groove samples tested in Figure 9.14,
the potentials measured are smaller in magnitude the predicted wall potentials, which
agrees with intuition as they are measured 10 mm from the wall, midway through the
sheath thickness. The groove geometry can be input to the optical trapping model to
predict the reduction factor for the electron emission. For the shallow groove sample,
AR = 0.2, SR = 0.5, and the predicted γ/γ0 = 0.877. For the deep groove sample,
AR = 1, SR = 0.5, and the predicted γ/γ0 = 0.672. As shown in the comparison
Figure 9.14, the postponement of the sheath collapse in roughly correct for the deep
grooves, but the shallow grooves postpone the collapse further than predicted. This
could be due to approximate model parameters and/or the significance of microscale
roughness on the shallow and deep groove sample, which is observed on the rough


























Figure 9.14: Comparison of sheath collapse over grooved samples with optical
trapping model from 0 - 40% trapping / kinetic sheath model with BN SEE yield data,
argon, α = 0.025, Θ = 10, T ep = 3. Experimental points measured 10 mm from the
wall. Shallow groove sample predicted γ/γ0 = 0.877. Deep groove sample predicted
γ/γ0 = 0.672.
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9.3.2 Comparison to GWU Simulation
The experimental data was provided to GWU. At the time of this writing GWU has
completed their first simulations with grooved samples. The results for potential and
electron density are shown in Figures 9.15 and 9.16. The results in Figure 9.15 show
Figure 9.15: GWU preliminary simulation results of potential (V) over grooved wall
material sample. Simulated primary electron energy = 70 V in the -y direction.
Figure 9.16: GWU preliminary simulation results of electron density (108 cm−3)
over grooved wall material sample. Simulated primary electron energy = 70 V in the
-y direction.
a similar potential structure at the entrance to the grooves as to the experimental
measurement (c.f. Figure 9.6). The electron density map in Figure 9.16 shows that
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the potential structure is caused by an accumulation of electron density near the
groove entrance. The electrons appear to be preferentially concentrated at the groove
entrance due to electrostatic forces from the nearby floating walls and their overlapping
semi-sheaths. The results are preliminary but exciting, and more simulations are
planned to investigate if the electron concentration is connected to SEE from the
boundary, or to the electron beam present in the plasma source, or if it is intrinsically
created by the grooved surface structure. If similar electron concentrations could
develop in Debye-scale surface depressions in Hall effect thruster channels, it could
focus ions into the depressions and thus contribute to the growth of the anomalous




The overall goal of this research has been to study thruster-relevant sheath physics in
a quiescent large-sheath plasma environment. This has been pursued through direct
measurements of sheath potential profiles and study of the effects of electron emission
from the wall, wall roughness, and wall temperature. Specific results of the studies as
well as promising directions for future work are summarized below.
10.1 Electron emission: Hobbs & Wesson and Beyond
The research in this thesis has yielded detailed measurements of sheaths undergoing
the transition from classical Child-Langmuir scaling to a collapsed Hobbs & Wesson
structure. In addition to the raw dataset, good agreement has been found with a model
that extends the traditional Hobbs & Wesson formulation to a kinetic framework.
The model is largely due to Sheehan et al., adapted somewhat in this work to use
wall material-SEE yield relations and a different form of electron energy distribution
to include the isotropically distributed electrons observed in this plasma device.
Promising agreement has also been observed with particle-in-cell simulations of the full
experimental plasma device. This research therefore provides increased confidence in
modeling of sheaths and plasma-wall interactions up to this level (near unity emission
coefficient) of electron emission. This is a valuable regime for thruster development,
as most thruster plasma-wall interactions are desired to remain in the non-collapsed
sheath region to prevent high electron energy fluxes to the wall, while possibly taking
advantage of some electron flux from the wall to modulate plasma temperatures.
An interesting finding of this work pertains to the question of the existence and
properties of the “inverse sheath” regime of a strongly emitting electrically isolated
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surface, proposed recently by Campanell et al. It is seen that as the effective plasma
temperature is increased (driven by the enhanced energy of an energetic population),
the Hobbs & Wesson-like sheath gradually erodes and comes to resemble more of
a flat-line disappearance of the sheath. Measurements of the floating potential of
emitting filaments along an alumina wall sample show that with strong emission, they
do float to a higher potential on average than the bulk plasma potential. It is likely
that the spatially-resolved measurements do not have sufficient spatial resolution to
resolve an inverse sheath if one exists. However, the gradual disappearance of the
negative-sloping Hobbs-and-Wesson sheath region is notable and gives pause to the
idea of simply appending a virtual cathode / inverse sheath layer to the traditional
Hobbs-and-Wesson sheath of ≈ 1 T e and considering the issue settled. The question
of the quantitative details of the transition between the collapsed-but-not-inverted
H&W sheath and the fully inverse sheath is not fully covered by this research, but this
research does show that a range of possibilities exist beyond the space-charge-limited
sheath potential of ≈ 1 T e.
Observation of Sheath Oscillations
In the experiment with filaments stretched along the emitting wall material surface,
a small but definite peak was observed in the Fourier transform of the wall filament
floating voltage. This could correspond to a fluctuating nature of the secondary
electron emission process from the wall as predicted in particle-in-cell simulations, as
it is observed in a similar frequency range (the measured peak is at 13.3 kHz, GWU
observes the oscillation at 25 kHz). Little effect of the discharge voltage / energy of
energetic electron population is seen on the frequency of the experimentally observed
peak, which remains at 13.3± 0.1 kHz.
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10.2 Effect of Wall Temperature with BN
This research has also explored the effects of elevated wall temperature on the plasma-
wall interaction with BN walls and sheath properties. Although first experiments
showed a potential effect of wall temperature, further studies showed no effect di-
rectly connected to wall temperature. Some effect occurred over significantly longer
timescales, which were determined to be due to degassing of the surface and deposition
of sputtered metal on the wall material samples. In particular, over long durations
of multiple days in the wall material experiments that as the experiment continues,
the sheath collapse becomes postponed until higher energies, as sputtered metal
accumulates on the surface which has a lower SEE yield than the ceramics it covers.
This underscores the potential for facility effects in electric propulsion ground
testing – if a freshly-machined thruster with a ceramic channel is launched into orbit
and operated in space, where there is no facility wall from which to backsputter a
metal/graphite coating of the discharge channel, the steady-state sheath potential and
power balance of the thruster on orbit may differ significantly from the ground test
conditions. Or it may not – because the sheath collapse is a sharp change in the plasma
properties, it may make very little difference whether the channel is sputter-coated or
not if the thruster is operating in a condition far from the sheath transition point.
10.3 Effect of Surface Topology due to Obstruction of Electron
Emission
The present research observes that surface topology is a very relevant effect for plasma
wall interactions where electron emission is significant. In all cases of rough and
featured walls studied, both below and comparable to the plasma Debye length, a
substantial increase in the energy required to elicit enough SEE to collapse the sheath
was observed with increasingly featured surfaces. For macroscopic wall features, the
reduction in emission observed was found to be similar what would be expected from
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straightforward geometric trapping. This informs efforts to develop novel plasma-facing
materials using innovative microscale and nanoscale surface geometries. There is also
interesting experimental measurement of a curved potential structure forming at the
entrance of surface grooves, now replicated in particle-in-cell simulations, which if
present in thrusters could focus ions and constitute a mechanism for the development
of ridged erosion patterns. Further work is necessary to determine what is causing the
potential structure, i.e. if it is a consequence of the energetic electron population or
perhaps the wall material emission condition.
10.4 Experimental Validation of Classical Sheath Theories and
Sheath Scaling
The measurements in this work have again confirmed the validity of the Child-Langmuir
and Bohm sheath scaling for typical low temperature plasma conditions. While there
have existed some sheath measurements in literature before showing similar agreement,
primarily from the work of Dr. Hershkowitz’s group at University of Wisconsin-
Madison, it is healthy to have more confirmation from a diversity of experimental
facilities and backgrounds. Simultaneously, it is a good validation for the more
exploratory research conducted in this work, and lends confidence to the measurement
techniques used throughout.
10.5 Recommendations for Future Work
As previously stated, experimental research on sheaths is sparse and there are many
areas of interest left to investigate.
10.5.1 Strongly Emitting Sheath
Most directly related to the present research, it remains to determine more precisely
the characteristics of the sheath transition between non-emitting and strongly-emitting
sheath regimes, particularly the region in which the transition to the inverse sheath
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regime occurs. This will require effort on both the theoretical / modeling side to
determine the correct physics, and the experimental side to test the models. Specifically,
the author believes there is need for a physical model that correctly bridges the gap
between enforcing the Bohm criterion in the non-emitting case and not enforcing it in
the strongly-emitting inverse sheath case.
10.5.2 High Electric Field
One drawback of the low-density sheath approach pursued in this work is that the
electric fields at the material surface were intrinsically quite low, on the order of 1000
V/m. At increased plasma densities, the increased sheath electric field may begin to
promote electron emission from the wall through the Schottky effect or even through
field emission, particularly if the wall nanostructure is shaped to concentrate the field.
Further experiments at high plasma densities and correspondingly high electric fields
would be interesting to investigate this possibility, although measurement of the full
sheath profile would become very challenging and it would probably be best to just
try to track the wall potential and plasma potential.
10.5.3 Magnetic Field Effect on Sheaths
Another avenue of investigation that recommends itself is the interaction of sheaths
and magnetic field. Since the application of magnetic fields is one of the primary
methods of improving the efficiency of thrusters and plasma discharges in general, the
determination of the impact of magnetic fields on sheaths has great practical value for
the design and optimization of devices. As discussed in the literature review section,
experimental measurements and even models are sparse in this subset of plasma-wall
interactions. Using probes as the primary diagnostic may be non-trivial, as probe
measurements in magnetized plasmas are subject to additional complications. The
avenue of investigation may go hand-in-hand with the investigation of anomalous
electron mobility across magnetic fields in plasmas, the quantitative calculation of
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which is one of the unsolved physics problems in the development of Hall effect
thrusters.
10.5.4 Origin of Erosion Ridges
Hall effect thrusters have been observed to develop a ridged erosion pattern in long
duration (≈10,000 hours firing) qualification tests. While the origin of the grooves is
currently unknown, this research suggests that there may exist a sheath mechanism
for the growth of trenches in situations under long-duration ion bombardment. The
potential focusing structure observed in Figure 9.6 could act to preferentially focus
ions into existing grooves / trenches, thereby deepening them over time and increasing
the effect. In future experiments it would be interesting to investigate the potential
structure inside the groove. This area could not be interrogated in the current
experiments (the emissive probe was oriented parallel to the surface plane, and did
not include a dogleg or 90° bend to allow the probe tip to get inside the groove.) If
the space charge sparsity of electrons continues within the groove, an electric field
may continue to exist inside the groove, boosting the energy of ion impacting the wall




A.1 Electrostatic Poisson Equation
The electrostatic Poisson Equation needed to calculate sheath potential profiles
proceeds from Gauss’s Law and the Maxwell-Faraday equation of classical electromag-
netics.
∇ · ~E = ρ
ε0
(A.1)




The only further assumption needed to reach the electrostatic Poisson equation is an
absence of time-varying magnetic field. This gives that the electric field is irrotational,
∇× ~E = ~0, (A.3)
and thus it can be written as the gradient of a scalar potential. By famously non-
intuitive convention, a negative sign is included.
~E = −∇φ (A.4)
Substituting into Gauss’ Law gives the electrostatic Poisson equation.
∇2φ = − ρ
ε0
(A.5)
The overall charge density can be expressed as the sum of the charge densities of each
plasma species α






The Boltzmann relation is a commonly-used equation for describing plasmas that
gives a relation between electron density ne and the plasma potential φ. It shows that
gradients in number density and potential are coupled in plasmas.
Assumptions:
• Plasma electrons are treated as classical (non-relativistic) particles
• Plasma electrons have a Maxwellian energy distribution described by T e
















The presence of electric fields and the charged nature of the electron allows the presence

















The local electron density ne is obtained by integrating over all energies 0 to ∞. Since
the temperature is uniform, the only dependence is with φ:






where n0 is the number density at a reference position and φ is the potential with
respect to the potential at that reference position. This equation is the usual form of
the Boltzmann relation.
In the context of the typical plasma sheath, the Boltzmann relation can be used to
see to first order the fraction of plasma electrons that make it through the retarding
sheath potential. If a given sheath potential φw = −5T e, the number density of
electrons at the wall is
ne,w = ne exp (−5) ≈ 0.0067 ne (A.10)
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The plasma frequency is a fundamental plasma parameter describing how rapidly the
charged particle populations in the plasma are able to respond to a perturbation.
Typically the term is short for “electron plasma frequency” as the electrons are usually
the lightest and most mobile species in the plasma and have the fastest response
/ highest frequency. It can be derived from Gauss’ Law and the fluid description
of plasma dynamics, specifically the electron momentum equation and continuity
equation.





(ni − ne) (A.11)




ṅe = ∇ · ne ~ue (A.13)
If you consider a perturbation to the electron number density, Gauss’ Law is
∇ · ~E = e
ε0
(ni0 − (ne0 + dne)) (A.14)
∇ · ~E = e
ε0
(dne) . (A.15)
The perturbation applied to continuity is
dṅe = ∇ · (ne0 + dne) ~ue (A.16)
dṅe = ∇ · ne0 ~ue (A.17)
dṅe = ne0∇ · ~ue (A.18)
If you take the time derivative and substitute A.15 and A.12, you can reveal that it is
a harmonic oscillator equation:



















(dne) = 0. (A.22)






which is the electron plasma frequency.
A common physical description for the plasma frequency is if you were to have a
planar slab of ion-electron plasma and you were to instantaneously displace all the
electrons by a small distance out-of-plane, they would oscillate normal to the plane
against the assumed stationary ion background at the plasma frequency. The plasma




The Debye length is the length scale that describes the characteristic distance over
which Debye shielding occurs in plasmas. Derivations in literature for the Debye
length often neglect species other than a Maxwellian population of plasma electrons
because the plasma electrons typically end up dominating, but in general the Debye
length is a function of all the charged species in the plasma.
To derive the Debye length, we want to see how a plasma of free charged particles
acts to shield out the charge of a given test charge. We will thus need the electrostatic
Poisson equation (c.f. Appendix A.1).




It is seen in Appendix A.2 that Maxwellian charged particles in a plasma will arrange
themselves exponentially in response to a potential gradient (Appendix A.2 was
tailored to electrons but in principle can be applied to any plasma species.) We can
write the Boltzmann relation as






where α denotes a particular plasma species i.e. electrons, ions, etc. Plugging the
Boltzmann relation into the Poisson equation, it becomes









If we replace the exponential with two terms of a series expansion about φ = 0
(corresponding to the plasma potential infinitely far removed from the test charge) we
get









The first term inside the summation is zero, by quasineutrality of the far-field plasma.







The term multiplying φ on the right-hand-side has dimensions of 1/length2. So we











A general solution of the differential equation can be found if boundary conditions are
applied. Considering cylindrical coordinates and applying boundary conditions
φ(r →∞) = 0, (A.31)













It is seen that the presence of the plasma introduces an exponential factor shielding
the potential of the test charge beyond the Coulomb 1/r decay. The exponential factor
is mediated by λD, so it is recognized that λD is the Debye length and it is controlling
the size of the sheath that shields out the potential of the test charge.
Equation A.29 is the general form of the Debye length in a multispecies (Maxwellian)
plasma. Because plasma electrons are often substantially hotter than plasma ions,









The Child-Langmuir Law was originally developed to describe the flow of charge in
vacuum diodes, but can be also applied to describe plasma sheaths. Many sources
describe the physics with respect to vacuum diodes but few explain the application
to plasma sheaths, so this appendix is intended to clarify the sheath application.










Figure A.1: Spatial locations of reference for the Child-Langmuir problem.
the surface at xCL = 0 is the “sheath edge” and the ions enter the domain from the
bulk plasma. Assumptions of the model are:
• Ions are treated as classical (non-relativistic) particles
• Ions are singly-charged, Z i = 1
• Ions are emitted from an infinite planar surface and travel to another planar
surface – fully 1D problem
• Ions have zero energy at the starting plane and accumulate energy from the
electrical potential difference between planes
152
• The electric field vanishes at xCL = 0; dφdxCL = 0
The last assumption corresponds to the “space-charge-limited” condition, which means
that the maximum amount of charged particles are flowing, such that their mutual
repulsion has built up to the level at which it cancels out the applied electric field at
the starting point. This is the important physics of the Child-Langmuir law, and is
why the law often shows up in situations where there is a flow of a single polarity of
charge.
The one-dimensional flow of current is conserved at all spatial locations, and it is
J = eZ iniui = eniui (A.35)
as all ions are assumed to carry a single charge. The velocity of an ion as it is


























A trick to integrate equation A.38 is to multiply both sides by dφ
dxCL
, making the






























There is a constant of integration dealt with in the integration from A.39 to A.40, it

















































The constant of integration can be dropped if the potential is defined such that φ = 0 at
xCL = 0. Equation A.44 is one form of the Child-Langmuir law. The Child-Langmuir
law gives a relationship between three quantities: potential φ, distance xCL, and
current density J . If you know two of the three, you can calculate the remaining
one, if you know one of the three, you can get and equation between the remaining
two. The original and most familiar form of the Child-Langmuir law is the expression












This form of the equation allows you to calculate the current density in a vacuum diode
of given spacing and voltage. It is also useful in electric propulsion for calculating the
current density extracted from an ion engine for a given accelerator grid spacing and
voltage. Because the current scales with x−2, outweighing the scaling with potential
of φ
3
2 , closely spaced grids allow more extracted beam current for a given electric field.
Therefore it is generally desirable to position the grids as close together as is possible
without causing electrical breakdown / arcing between the grids.
Returning to the sheath application, we need an expression for the ion current
if we are to get a relation between potential and distance. We can use results from
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presheath analysis to say that ions flow into the sheath at the Bohm velocity, and
thus carry a current of





where np is the bulk plasma density and αps is a factor less than unity describing the
decrease in density across the presheath, such that αpsnp is the density at the sheath





















































































This gives the result that the sheath potential scales with the 4/3 power of the sheath
thickness and depends on the value of αps used in specifying the plasma density at







Table ?? shows the relation between choice of αps and the constants in equations A.52
and A.53. For the collisionless presheath result of αps = exp(−1/2), the constants are
close to unity, so one can even use the 4/3 power relationship directly and expect to





Table A.1: Relation between fractional reduction in plasma density across the














One of the most interesting areas for future work in plasma-wall interactions is in
investigating the effect of applied magnetic field on the plasma sheath and plasma-wall
interaction. As discussed in Section 2.4, theoretical models particular to the sheath
have been done by Chodura [22] and Ahedo [4]. The Chodura model is notable for the
description of the magnetic presheath, and the Ahedo model extends the description
to include effects of neutral collisions and strong magnetic field.
The experiment by Kim et al. [51] observes magnetic presheaths in agreement
with the principal conclusions of the Chodura model. The Kim experiment uses a
multidipole plasma device similar to the one used in this work but with some differences.
The device constitutes its own vacuum vessel, and the magnetic fields used to effect
the sheaths are applied via large external magnets. Having the magnetic coils external
to the vacuum is advantageous in that they can be readily air- or water-cooled, but
they also require high current to attain significant field strength in the experimental
volume. The Kim experiment did not investigate the strong magnetic field regime of
the Ahedo model (when the ion gyroradius is order of λd) – powerful magnets would
be required to reach these conditions, as the fields required are moderate (around 500
G even for ne = 1013m−3 argon plasma). In addition, the application of such a strong
field across the normally-unmagnetized plasma device could necessitate additional
considerations to maintain plasma uniformity.
Over the course of the current work, an experiment was conceived to investigate
magnetized sheath and to also investigate the strong magnetic field regime of the
Ahedo model. A schematic of the device is shown in Figure B.1. The idea is to have
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Figure B.1: Schematic of magnetic field experiment prototype.
effectively a Helmholtz coil with a circumferential cathode at one end, a central anode
at the other end, limiter discs on both ends, and the sample to be tested in the center.
A reduced size of Helmholtz coil would be used to enable sufficient magnetic fields to
be achieved. A cross-field discharge would be established between the cathode and
anode. Probe diagnostics could access the sheath region in front of the wall material
sample, and the sample could be rotated to vary magnetic field incidence angle.
A prototype version of the experiment was assembled using solenoid magnets left
over from another project. It was found that the discharge would not light at argon
pressure (10−4 Torr) typical for operation of the multidipole plasma cell, both with
magnets on and magnets off. Filament current was sufficient to drive a discharge
current to the grounded vacuum chamber, but could not establish a current to the
anode. Later, at higher argon pressure of order 1 Torr following regeneration of the
cryopumps, a discharge was able to be lit between cathode and anode. Langmuir
probe scans were taken with the planar Langmuir probe with the normal aligned with
the magnetic field, but beyond observing a strange shape of the electron collection
region no attempt was made to interpret them. Ion current magnitudes indicate that
the plasma was perhaps an order of magnitude more dense than the standard 10 mA
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plasma cell condition. Ultimately the experiment was ended by an arc between the
Figure B.2: Planar Langmuir probe I-V curves collected in 1 Torr discharge in
prototype magnetic field experiment, ion current.
Figure B.3: Planar Langmuir probe I-V curves collected in 1 Torr discharge in
prototype magnetic field experiment, electron current.
positive and negative sides of the tungsten filament serving as the thermionic cathode.
While no useful data was gained from this initial experiment, the concept is included
here for the possible benefit of future investigations into this area. In hindsight, the
author feels that even if a way is found to fix the current problems, the setup may be
more complex and constricting then necessary. Fruitful results might be found by use
159
of an intrinsically magnetized plasma source such as a small mirror machine.
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